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Ni*:w York, July 28, 1887. 


To the Honorable Aqueduct Commissioners: 

(iKnti.kmkn : 1 herewith rc*sj )t‘cLfully submit the Report called for by your 
Resolutions of March 24, 1880, and June 22, 1887, on the subject of I li^h 
Masonry Dams, both curved and straight in form. 

1 he plans presented for tlu; straight (Junker bridge structure wont made; 
after lono study of the; forces and strains to be; sustained, allowing for lar^e 
factors of safety against overturning, crushing and sliding. 'Idle bc;st proportions 
and form consistent with safety anel reasonable; economy were; designed, with ^reat 
can* to meet all re‘(piireme*nts of strem^th anel stability. 

ddie world's experience in the; desi^nin# anel conslruc’tion of jjreat dams, 
together with the; 'investigations and opinions of the; highest authorities, in 
Kurope; and Amerie*a, we're* collected anel ce)nsidered in the; plans pre*pare*d anel 
presenter! to the Commission. 

ddu; strength and cost of a straight elam, resisting hydraulic pre'ssun*, ice*, 
winel anel wave; action by its weight only, was comj)are;d by matlu*matical 
results with the stability anel <;ost of a elam in the; form of a horizontal arch, 
transmitting thrusts to the; hill-sides. For the; Qitake*r Bridge; structure*, the; 
strength, economy, and safe-ty, of the straight elam, se> far e;xec;edc;el what was 
obtainable by the* curved form that I can only ac*count for the eamstruetion on 
a curve; of so many larj^c modern masonry dams, frenn the* fact that only within 
a fe*w years has the epiestiem hc^un to receive; the; attemtiem it ele;serves from 
traineel and experienceil hytlratdie: engineers anel authors. 

ddie popular be*Iief in masonry arche*s te> bear ^re*at weight or pre;ssure*, is 
justiheel when e'onhneal within reasonable; limits. But ne) masonry bridge; arch of 
e)ve*r 300 fee;t span has been constructed. 

Beyond that length of span, the crushing strain, sustaine*d by vousse)irs, 
oxceeals safe; limits on the*ir mortar joints from the; weight e>f the; masonry aleme, 
without the; aelded haul the* briel-jp: shoitlel carry. 
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It would therefore be out of' the question to construct a masonry bridge 
of the length of Quaker Bridge Dam (1350 feet long) as it would be over four 
times the limit of safety in a possible span. The arch of a curved dam, however, 
does not carry any part of its own weight (as in the case of a biiclge), theiefoie 
its strength of arch will bear only the water pressure against it fioni a full 
reservoir. 

I invite your attention to the following statements on the curved form. 

1st. When the section of the Quaker Bridge Dam is of a required area 
of cross section to resist reservojf pressure by its own weight, and is then built on 
a curve, the dam cannot act as an arch. 

Such a section (See E F G H, Sheet B) will closely approach the shape of a 
right angle triangle, with its apex at the surface of the reservoir. 

The water pressure against it, from a full reservoir, will be nothing at the 
surface, and as the pressure increases, at successive depths, a corresponding 
thickness of masonry in this section increases in due proportion down to its base 
to sustain such pressure. 

In order that arch-thrust may act to transmit pressure to the hill-sides, an 
elastic movement of the masonry, resulting from water pressure, must, of necessity, 
take place to produce such thrust. 

This approximate triangular section of masonry is of a form that will best 
resist and practically stop such elastic movement, in the plane of the cross-section, 
that transmits arch-thrust. It must be remembered, that the possible elastic 
movement of the vertical transverse cross-section is insignificant when compared 
with the longitudinal elastic yield through so long a dam. 

In short, the stiffness of the triangular cross-section prevents the far greater 
longitudinal elastic movement required to permit appreciable arch-thrust to reach 
the hill side. 

Therefore, a long, curved dam with a gravity section will resist hydraulic 
pressure against it by its own weight, and not by arch action. 

2nd. Let us next consider the effect of reducing the cross-section for a 
curved dam at Quaker Bridge, by reducing its breadth of base and thickness of 
masonry, to a degree that permits bending, or elastic movement, that will allow 
the dam to act as an arch. Assume the thickness of the dam forming the arch 
ring to be from 80 to 100 feet, and that it will be sufficiently elastic. We then find 
that, with a radius of poo feet, we will have a pressure on voussoir joints of from 
42 tons to the square foot with 80 feet breadth of section, to 39 tons with 100 feet 
breadth of section, on the supposition that the line of strain bisects each 
joint. Such pressures are, however, beyond safe limit for hydraulic 
masonry. Again, the elastic movement will throw the weight resultant near the 
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end, nr outside of the ba.se, causing a tensile strain in horizontal joints of tlu* 
inside fare, which should not occur, as it causes a tendency to rupture the masonry 
and create leakage. 

It is evident, therefore, that we cannot reduce the* section or thickness of so 
long and hit’ll a dam in order to force it to act as an arch, without causing 
dangerous and complicated strains. 

3rd. We must next consider tin; effect of increasing the cross-section or 
thickness of the dam at (Junker Bridge, in view of broadening the voussoir joints 
lor reducing the thrust pressure* of a curved dam of goo feet radius, to it) tons to 
the square fool, the limit of pressure in the straight gravity plans which have 
been submitted to you. We find that it produces a sect ion (A B C l), Shoot B) 
that is nearly double that required fora straight gravity dam (L B (i II), having 
proportionately less tendency to act as an arch, than in the first mentioned case ; 
while, at the same time, it adds ion per cent, to tin* cost. 

It, therelore, becomes evident that it is impossible to construct a curved 
dam at Hunker Bridge which will act as an arch to any appreciable decree, and 
consequently there is no valid reason for risking 1 the complicating and serious 
rupturing strains, which a curved dam will produce ; or, for the increased expense 
it would entail. 

In order to verily the above statements and figures, 1 have worked out a 
formula, and used it for the calculations on curved dams here*in given, verifying 
them by the (ormula ol moments, where that formula became applicable. (Sec* 
Sheet A, l* ig. I. ) 

In a curved dam having a radius (R) sustaining a weight of water pressure* 
(\Y) and total pressure (p) on a voussoir joint of any span or chord (C), then we 

have the formula (p- * ). 

( 


‘The demonstration of the above* formula is as follows : (big. t). 

Let A Land B L be drawn perpendicular to the* radii A 1 ), and B 1 ), and 
tangent to the curve A \V B. 'fake L g equal to the weight (\V) of water pressure 
on a belt of the dam one foot in breadth, and the* length of the* chord. 

From (g) draw g h and g i parallel to L Band K A. 'Then will I*', h g i 
become a parallelogram of force's, and L h equals one* component, normal to the* 
voussoir joints at A, and equals the* total pressure* (p) on that joint. 

The* triangle L h g is similar to the* triangle A I) B, their sides being perpen- 

dicular to each other, therefore* A B : L g :: A 1 ) : L h, or C : W :: R : p, and p , 

'The radius, weight and chord, or span, being known, the* pressure p is found by 




this formula, which being divided by the area of the joint in square feet gives the 
average pressure per square foot. 

This formula proves the fact that, with a given radius, the total pressure on 
each of the voussoir joints is equal and remains the same to all lengths of span, 
from the length of a voussoir, to the total length of the dam, and that the pres¬ 
sure on voussoir joints increases as the length of radius increases. If we assume 
a value for (p), we can find the value of R by the above proportion, which becomes 

w • 

Now, if we assume a rectangular section equal to the area of the section 
presented for the straight Quaker Bridge Dam, it will be ioi feet in breadth, 
limiting the pressure to 16 tons to the square foot, then (p) or the total pressure 
on a voussoir joint, ten feet long on the extrados chord, will be 1616 tons at a depth 
of 107 feet below the surface and (W) will be 51 tons for the same span of ten feet 
on a belt one foot broad. 

C. p. 

Then, by the formula, R=—equals 316.8 feet as the length of the radius 

required to maintain the conditions. This radius will not be long enough to span 
the valley at the Quaker Bridge site, even with a half circle. 

In other words, with the same area of section in the better shape to act as an 
arch (because it admits of greater elastic movement), and with the same limit of 
pressures that exists in the plans before you for the gravity Quaker Bridge 
Dam, the radius must be so short that the dam cannot span the valley. To 
further illustrate the above statements and call your attention to another impor¬ 
tant matter bearing on the subject of the Quaker Dam, I will suppose that the 
Quaker Bridge Dam be built on a curve having a radius of 900 feet; that instead 
of being a dam, it is a wall 250 feet high, making a complete circuit forming a 
well, resisting water pressure on its entire exterior circumference, 260 feet in depth, 
as in Figure 2. 

The voussoirs all being of equal size it is evident that the hydraulic pres¬ 
sure (W) normal to the outer chord of each of the voussoirs, will be the same at any 
fixed depth below water surface, and the total pressure on all the voussoir joints 
will be equal. 

The thrusts of all the voussoirs will balance each other and produce an 
equilibrium of voussoir pressures in any horizontal plane, at any depth, all around 
the circle, because the elastic movements to produce these pressures is perfectly 
balanced. The pressure of (a), (Fig. 2) towards (b) equals (b) towards (a), and 
the pressure of (e) towards (f) equals the pressure of (f) towards (e), etc. Now 
a hill-side abutment may be substituted for voussoirs (a) or (e). 
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Therefore: with the same: radius ami section of dam, increasing the span, does 
not increase the total pressure on voussoir joints as above stated. 

In the complete circle:, however, perfectly balanced elastic mejvement takes 
place to produce* uniform pressure on the several voussoir joints. 

Ibit when tin* thrust of a curve*d elam is sustained by unyielding hill-sides, the 
hill-siele*s elo not re:sponel to the: elastic movement (as in the case of voussoirs in the: 
complete: circle:), conse:c[iie*ntly the line of transmitte*d resultant pressure through 
all the voussoirs cannot pass (as in the: complete circle) uniformly through the 
same* part of the: voussoir joints, but will take: a elire:ctiem approaching to the line*, 
el, cl, d, in Fig. 3, because: of the tendency e>f the: arch to Ilattem, an el take the form 
of the* dotleel lines in Fig. 3 ; therefore, with a lixed radius, although the: total 
pressure: on the voussoir joints does not increase with the span, the resultant line* 
of transmission of thrust doe*s increase crushing strains. 

It cause:s the line* d, d, el, to fall near the* ends of the: joints lending to gre:atly 
increase the strains, so une:ve:nly distributed on the: different joints, and also temds 
to buckle and crack the* arc'll, as well as to crush. 

No experimental data or formula* e:xist to enable us to measure these arched 
dam-thrust strains with an}* degre*e of accuracy. 

It is probable: that the line of strain ne*ar the: centre .and ends of the clam will 
fall outside of the: middle: third of the joints, more: than doubling the: crushing 
strain of 42 tons, given in the second case mcmtionecl above*, or over 82 tons to the 
square foot. 

Therefore*, the; building’ of an}' arc:hed clam must be: regarded as experimental 
in character; it is far safer and less expemsive: to avoid such complications an el 
build straight dams to resist hydraulic pressure: by their weight only. 

'The most reliable formula* for giving the: maximum pressure on the. outer and 
inner toes of a gravity dam are not pet-feel, because no adc*(ptaic* experimental 
data exist to give* the elasticity of large masses of masonry and enable: that factor 
to be included in the* formula, but we know that by ne:gle:cting such factor the* 
calculates! strains exc-ced what will actually take* plac'e, and that we* will, therefore:, 
be within safer limits than the* formula indicates. Whc*rc*as, in the calculations for 
curved dams, the: reverse; is true*. 

Many of the high dams we have* obtained records of, are built on a curve, but 
all exempt one act as gravity dams, and their arched form must weaken their 
stability. 

The only existing curved dam which can an el de>c:s act as an arch, is the Zola 
Dam, 205 fe:et lemg, 126 fee*t high, 41 fe:e:t broael at the base:. 

I believe that sooner or later it will fail, becoming- ruptured an el we:akcne:d by 
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the action of changing pressures 


from the drawing out and refilling of it * re*%rr\n»r 


storage. 

To sustain the above statements, I will refer to the following authors : IVII.- 


treau advises that the arch form should not be used ft hen the tl>uu is tn.tit than 

131 feet in height and length. 

Delocre believes that the structure would cease to art as an art h when ilir 
thickness of this arch would reach one-third of the radius, and r.dcid.ii*'. lit*’ limit 
to be reached at a depth of 14.7 feet below the How lino and o.ntim-h n i<» wr\ 
short spans. 


Krantz gives the limit of the? span at 13f.a feet with a radius id nut m*»u- tlt.m 


65.6 feet. 

Rankine suggests that in very short spans, a slight curve* be nttrudu* rd t * * 
prevent the bending out of the top of the dam by w.iter'pressufe agauisi it , last 
states that he has no confidence in calculations for stability b»i arelvdlu *e»f m Ma¬ 
dams, and intimates that the arch form is of doubtful titilit% even si? dn»rt dane.. 
He insists that the section should be such as to rr%iki owrttmtiitg In ii*« mui 
weight alone. 


Mr. E. S. Chesbrough was sent to Europe by the 1 h-p.ifimm! «*i Vuhlu' 
Works to examine and report upon the principal (butts ruEting 1I1 *-?■*-. fr*«*i* h% 
examinations and studies during his trip, he pronounced against tin * un»-d b*rm ; 
but his subsequent illness and death prevented the rnmplriiufi and pr*-^riiMin»ii 
of his report. I can, however, testify to his stating that ojiiiinm in stir while I u,e* 
associated with him as Consulting Engineer in the Department ,4 p tl y„ 

McMasters holds that, having established a profile tli.it will iry^f th. i^v.^r 
of water by its own weight, there is no valid reason fur confirm ting tt m the f»rm 
of an arch, and thereby increasing its length ami the r**st of it'* timt 


The standard authorities, both in Europe and in the* .umtin, .»< 
long and high dams the sectional profile should lie capable of frying 
sures against it, by its own weight; anil that the cunt 4 ttu‘fc*i*.e** tlir "* 
adding to its strength. 


p*# tli.il in 

Vt 4l» f | 4*’V 

*»'4 \\ 11hi mt 


In fact, these general considerations militating .igaima 
satisfied them that they have not considered it necessary t« g*» 
demonstrations. 

Inasmuch, however, as the curved form has Ik«ii pressed in ,i 
dunng the public hearings before this Commissi..,,. i« become-, 

careful statement be given you of the inapplicability of a uirmt Umn for l.rng 
nigh dams. 

The horizontal or heel joints in the sum.- masonry cousin,.,km- 
more perfectly filled and are stronger than the vertical joints, t he 









stone maintains its bed and, as the load of superincumbent masonry increases upon 
it, these joints become more firm and compact. 

With the vertical joints this is not the case. In the straight dams, therefore, 
the most complete and strongest Lied joints bear all the strain from the reservoir 
water-pressure; against the; dam, an el the vertical joints of lesser strength are relieved 
from strain, while the reverse is true of the curved form. 

The plans for the Quaker Bridge Dam, submitted to this Commission, have 
received, as its magnitude and importance deserve, a longer and far more; thorough 
consideration and study than has been given to any existing dam, and I, therefore, 
urge their acceptance with confidence. 

Figure (4). Sheet A will illustrate some; static principles relating to gravity 
dams, wherein A B 1 ) is tlu; form of a theoretical dam, calculated to exactly sustain 
the overturning pressure of water against it. 

There being no factor of safety against overturning, tlu; resistance of the dam 
and the pressure of tlu; water are in exact equilibrium. 

With these conditions, the resultant of pressure strikes at the end of a 


tor the outer anti inner toes, anti that the tendency to crush is ignored. 

Let us now introduce a factor of safety of (2), against overturning, by adding 
to tlu; breadth of the dam to increase the length of the joints. 

This correspondingly increases the bulk and weight of the masonry to a degree 
that will require exactly twice the water pressure (to produce overturning) that a 
full reservoir can ever exert. 

With these conditions, and ignoring excessive pressures, the dam again takes 
the form of a triangle, as shown on Figure (4) by the lines A B, A C, C B. 

But if (with masonry weighing 156.25 pounds to the cubic foot) we limit the 
pressures at the toes of the dam to 16 tons per square foot, that pressure will 
obtain at the line a a, 205 feet from the surface of high water. 

Below that point, the limiting of pressure to 16 tons per square foot will cause 
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To prevent such strains, the section must be l*r**a«l*n* *1 lengthwise uali Un- 

joints, to distribute the increased weight. 

Again, as the maximum pressure will br cm the reservoir «*»' tm. 

during construction, before sufficient age has given the mortar time t« thoroughly 
harden, we must make a second increase of section to obtain %inallrr pressmen than 

will exist at the outer toe with a full reservoir. 

The maximum strain with a full reservoir will not route upon tie- r»«irr tot- for 
months after the structure is completed and the mortar A well harden* d. 

The weight of the gravel and water resting <»tt both torn of the d.un op to the 
river bed at g h i and g', h\ i' (not considered in the theorem at ^rrtiotii * all-. f«r 4 
third increase. 

To maintain the limitations of pressures fixed upon, the bath below, 

the river-bed against the outside of the dam (twit considered in the ifi*-*oot$» at *.n - 
tion) demands a fourth variation, which slightly diminishes the srrt*.*uj. 

The fifth variation, increasing the area of the serfmit. t% required t«* ihu ken 
and strengthen the outer toe. 

We now come to the* last cause of change front the theoretical ’*»-« tinn, »ii the 


top of the dam. This sixth increase of section ami weight «*it the diagram mh*mn 
at A k t) is required to resist ice, wind and wave actum. 

The addition of this weight enables m to tmcrtmrh upon tit** tfirtifrUs al «*e* tarn 
at t,--tV~t''--wtthout reducing the several factors of safety below the hunt fixed ,, while 
it adds to the required breadth of section throughout tin* lower portnm *4 tin* dam, 

The strain sheet, and its tables, exhibit how evenly all the fat tom «f ml«*n are 
maintained in the final section, under consideration, providing for all ilir 4 l«we, 
mentioned disturbing conditions. 

As no demonstration could be found of SazilH '** of pressure f*#i go’at 

dams, I have developed one and obtained *1 formnbu*d ,m«l grapht* stu-tof 
calculating the pressures on the outer and inner tors of joints <»f high ttcoonn 
dams, and used them to recalculate the pressures on flit* stratit street obtained by 

the formula of moments, as a check on those results. 


By this method, as in all others, we must neglect the Utorol rl.svtuU) hi 
masonry, which affects the results but slightly, and iiitndiiu^, Uun *4 mfr!|, 
The demonstration is as follows : (Hem Fig. 5). 

When the resultant of horizontal and vertical pressures cuts the §*4fit or feme 
A, B, in the middle, all the vertical components mmt rtjttal each other, and *■.»«, \% 
will equal the total weight of masonry (W) divided by the length ill measured in 

the lines A, D, g h and B S. Then the trapezoid of pretwtires become', a r* * tangle 
and the resultant will cut the base at the same {mint g, where a vertical hit** Kiting 

through the centre of gravity of the* rectangle inerts the bast*. 
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When the resultant cuts the base, A B, at the end of its middle third (k), then 
the aggregation of all the vertical components will form a right-angle triangle I A 
B, measuring the total weight of masonry, and consequently equal in area to the 
rectangle A B S D. The resultant will also cut its base at the same point k, at 
which a vertical line passing through its centre of gravity will cut the base. This 

2 W . ... 

triangle must have a height, B I, equal to twice g h, and equal to ^ - and will 

equal the pressure (p) at B, the outer toe of the dam, while the pressuie on the 
inner toe A, becomes zero. 

If the resultant should cut the base outside of the middle third, the pressure 
at A would become a minus quantity, producing undesirable tensile strains. This 
illustrates the reason for confining the intersection of the resultant within the 
middle third of the base. When the resultant cuts the base within and at any 
point other than at the middle, or at the end of the middle third, a trapezoid will 
be formed which must be equal in area to the rectangle or the triangle. A vertical 
line dropped through the centre of gravity of this trapezoid and also the resultant 
must cut the base at the same point. 

In the rectangle of pressures when the resultant cuts the centre of the base 
, W 

both p and p'= j. 

2 W 

In the triangle, when the resultant cuts the end of the middle third p =—--- 
and p'=o. 

To find the pressure p and p’ when the resultant cuts the base at some other 
point (m); produce g h the vertical component of the rectangle at the middle of 
the base, upward through Z and perpendicular to D S. At the point k, where the 
resultant of the triangular area of pressures cuts the end of the middle third of the 
base, project a line perpendicular to A I until it meets g h produced at Z. From 
m draw the straight line m Z, and through the intersecting point h (common to the 
upper sides of all possible trapezoids of pressure) draw the line o t, perpendicular 
to m Z. Then will o B equal p, and t A equal p' the pressures sought. 

The sides of the triangles k Z g, are perpendicular to the sides of I S h. 
These triangles are therefore similar. For the same reason,, the triangles m Z g 
and o h, S, are similar. 

Representing the lines Z g by (a), k g by (b), S h by (c), I S by (d), ni g by 
(e), and o S by (n). 
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T h v n 
a ; h : : r : d 
a n tl 

a : c :: e : ti 

Therefore by itiiefit»tt§«$t 

b : tl : : v : n 

a n 11 


^ b 

The triangles o S h, and t I) h being Mimtur amt r«pul, ,w«t th Itu U, s 
being equal to S I or d; when the dam renfetn waterqirr^Mirr si. 

to i»~ 

ti 

and 

( 2 ) j/ d 

b 

With no water-pressure against the dam 

(3) p d V 


and 


C 4 ) ti **» d 4"- 

ti 

In the above formula? b*« 

6 / 

from the point where the resultant cuts it. 


til# deitame *4 tfir 


r'tiiff $4 / 
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GRAPHIC METHOD. 


Having fixed the point Z, by the method above described at the intersection 
of g Z and k S, from the point m where the resultant cuts any part of the base / 
connect the points m and Z by a straight line. Through the point h draw a 
straight line perpendicular to m Z, cutting B S and A D (or these lines produced) 
at o and t, then will 

P=Bo 

p'=A t. 


By making 


one-sixth of the base measure 


W 

7" 


in tons to the square foot (u 


being the end of the middle third) then the triangles ZgK and h S I, also Zg m 
and h S o, are not only similar but equal, and p=u m and pi = K m, measured 
directly from the strain sheet, when a scale one-sixth of the. base measures and 

equals m tons —. 


The same data being required for both the formula and graphic method, 
makes it convenient to check one by the other. 

As Consulting Engineer, A. Fteley could best give time to arrange, collate 
and present to you the information we have obtained respecting existing dams, 
called for in your resolution ; I have requested him to embody those matters in 
his report, together with any further detailed technical presentations that might 
suggest themselves to him. 

The details for the tightest mode of bonding, by breaking joints vertically as 
well as horizontally, the systems of masonry in construction, and a method of 
securing tightness on the interior face, I have prepared for contract and working 
drawings to be made, when the Commission has settled on the main features of 
the plans now under consideration. 


s#i! 
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Table. 


Section of Quaker Bridge Dam, Acting as an Arcit 900 Feet Radius, Cal¬ 


culated by Formula 


P — 


WR 

C 


Depth 

Span 



Total pressure on a voussoir 

below 

or 

Radius. 

Pressure on io foot Span. 

joint xo feet long on ex- 

Surface. 

Chord 


trados. 


C 

R 

w 

P 

Feet 

Feet. 

Feet. 

Tons. 

Tons. 

0 

10 

900 

0.000 

000.00 

10 

(i 

(C 

3 -l 2 5 

281.25 

20 

U 

£( 

6.250 

562.50 

3 ° 



9-375 

843-75 

40 

“ 


12.500 

1,125.00 

5 ° 


U 

15-625 

1,406.25 

60 

£6 

U 

18.750 

1,687.50 

70 

80 

a 

u 

21.875 

25.000 

1.968.75 

2,250.00 

9 ° 

100 

£( 

“ 

28.125 

31.25° 

2 , 53 l - 2 5 

2,812.50 

no 

120 

a 

u 

' 34-375 

3 ,° 93-75 



37 - 5 °° 

3 , 375 -°° 

130 



40.625 

3,656.25 

I40 



43 - 75 ° 

3 , 937 - 5 ° 

ISO 

l6o 

t £ 

u 

46.875 

50.000 

4,218.75 

4,500.00 

170 



5 i-i 2 5 

4,781.25 

l8o 


££ 

5 l 2 56 

4.613.04 

I90 



51-256 

4,613.04 

200 

“ 


51.256 

4,613.04 

210 



51-256 

4,613.04 

220 

230 

a 

tc 

51-256 

51-256 • 

4,613.04 

4,613.04 

240 



51.256 

4,613.04 

250 

260 

tc 

££ 

51-256 

51-256 

4,613.04 

4,613.04 


Depth of 
voussoir joints. 


Feet. 


00.0 

19.7 

21.0 

23.1 

27-5 

36.0 

44.0 
51. S 
59-5 
6 7. T 
77.6 

88.4 

98.5 

109.4 
120.? 

131-3 

141-5 

152.7 

164.0 

174.0 

185.0 

x 9S-5 

204.5 
212.0 
2x6.0 
2x6.0 


Pressure per 
sq. ft. on vous¬ 
soir joints. 


Tons. 


0.00 

14-73 

26.74 

3 6 - 5 2 
40.99 
44.18 
46.87 
44-Si 
43 68 
42-55 
4 i. 9 T 
39 9i 
38.17 

37- n 
35-99 
35 °i 
34.28 
32.60 
30.21 
28.13 
26.51 
24.93 
2 3-59 
22-55 
21-75 
21-35 
21-35 


TFe results of the above table are graphically exhibited in sheets (B) and (C). 


Very respectfully, 

B. S. CHURCH, 

Chief Engineer. 











N k\y York, July 25th, 1887. 
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in plan on sheets Nos. i and 2, which accompany this report. Table I. gives 
statistical data in regard to the greatest number of them, and does not require any 
explanation; in many cases, data which appeared of interest for the purpose 
of comparison, were obtained by calculation from plans and other sources of 
information at hand, but they are in every case designated by proper references. 

A glance at sheet No. 1 shows a great variety in the shape of the transverse 
sections of the various dams. The older Spanish Dams, Puentes, Alicante, Yal 
del Inferno, etc,, are conspicuous by their heavy sections; it is plain that their 
constructors did not design them in accordance with the 1 best principle's, anti 
that they have, by accumulating masonry, uselessly increased the pressures on the 
lower part of the dams. From these increased pressures, however, which in 
the Almanza Dam attain fourteen tons per square foot, we may derive the proof 
that the low limits of pressures, recommended by the more modern authorities, ran 
be safely exceeded, as the old Spanish Dams (with the exception of tin* Puentes 
which failed from a different cause) have been in long and successful operation. 

The modern French type is represented on sheet No. 1 by the following 
dams: Purcns, Villar, Ban, Habra, Komotau, Ternay, Hamiz, Gran Chcurfas, etc.; 
it is almost needless to add that this form, first indicated by Mr. Sazilly, is due* to 


muuciu Uiims, me oueppe, me vyrrnvy, the /.ola, present special 
features which shall be considered in time. 

Before entering into the consideration of these various structures, however, 
it is proper, in order to comply with the request of the Aqueduct Commissioners,’ 
that I should refer, as succinctly as possible, to the authorities which have been 
consulted on the subject, and to the views advanced by them. 

*ed by 

tions. 

water 
he for 
they 


# Atto*tles des Fonts et Changes, 1853. 
**Kraat2, p, 21. 
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forces which act on reservoir walls at the different periods of filling the basins. 
From them he deduces rational forms to he given to constructions of this sort.” 

IIis deductions led him to a profile of a stepped section, which he advocates 
for several theoretical anti constructive reasons ; he recommends a limit of 
pressure on the masonry of about six tons per scpiare foot, and shows his profiles 
to a height of 160 feet. His method of calculation is intricate and requires, as 
usual in such cases, a series of approximations ; he assumes that the pressures are 
distributed in accordance with formula (i and 2) page 25, which seems to have 
been universally adopted to express the distribution of pressures on any horizontal 
joint of a dam, and which will be mentioned again in the course of these remarks. 

Mr. 1 )eloere* developed a very complicated method for determining the 
profile of high masonry dams, which he applied to the design of Furens Dam, 
admits a limit of pressure of about six tons per square foot, and dot's not confine 
the [joint of application of the resultants to the middle third of the joint; he 
assumes in his calculations for the masonry a weight of 125 lbs. per cubic foot. 

Mr. Graeff,f who had charge of the construction of the Furens Dam, must 
be mentioned as the author of a description of that structure. 

Mr. Krantz % gives an interesting and comprehensive review of the subject 
of high masonry dams, and suggests a full series of profiles for dams of various 
heights, on which the ultimaLe pressures are about 6.1 tons per square foot. He 
does not develop the methods which led him to the determination of his profiles. 

11 in exposition of the comparative sections of high masonry dams is very 
complete. 

§ Professor Rankine, taking occasion of his being called upon to report on the 
construction of a proposed dam in India, gives his views on the subject of high 
masonry dams, He calls attention for the first time to the necessity of using a 
lower limit of pressure on the front than on the hack face, for the reason that the 
pressure upon a curved face of masonry, at any point, is tangent to the curve at 
that point. 

He also argues on the advisability of keeping the resultants within the middle 
third of any joint, in order to avoid tension, which, Ik; claims, would otherwise 
exist at some points of the faces. 

Finding also that, for dams not exceeding 150 feet in height, logarithmic 
curves give a close approximation to a correct profile of the faces and furnish a 
rapid method for determining the outline of a dam section; he recommends their use. 


# Annaiea dm Pouts it Chausx^cs, Oct., t866. 
f Annates dm Pont* et Chaussees, Sept., 1866. 

| Study of Reservoir Walls, by J. B. Krantz, translated by F. A. Mahan, 1883. 
$ Miscellaneous Scientific Papers, 1881. 




* Mr. Bouvier, in an article on the Teriuy I >•<!'> « ««•>< t-mm. 

p. 25, used to compute the distribution »i tit. i.,r.. «-M.«>*•-. 

so modified as to make the resulting |»r«-stirr a.-|« a.I <.» 

in the case of a full reservoir, thus iiit f* umu*. th* 1 ' 
calculated. 

This method accomplish*** the suggest »*»»» S|f ^'oi, *^ llllu|lr lM 

limit of pressure for the front face, Mr* tlmorer depart h^m 
predecessors, and admits, tin the strength of *l |r * u--,y,\.au * 

masonry and of hydraulic lime mortar, «% %h*mn U \l» \ » ,*t to* j> 
masonry can be safely increased to 14 t*j ton* |«’f -**|\».«r«- 

f Mr, Pochet gives a description of the 11a« »m I bon m 

the poor quality of the materials used and. after go mg a h-»s *4 l ,s < 
obtain in various cases, adds that the limit «f pressure *.4 -uv o«n-* p* * •> 
generally admitted by engineers, must not I** ialrett .»•* .«*»o t 

belief, experience will lead to a mitrlt Udder pra« tit r imlmi tire bmre. re 
}Mr. Pelletreau, after a purely theoretical de* %w*mn n^m sire d« 
high masonry dams, submits a mathematical method t»*« soup m sKi 
by Mr, Ddocre. 

§ Mr, de Beauve has devised a graphic method for dr trr mot »ng 
of high dams; his method ccmHitfors only the limiting condo<»t j-o 

requires considerable modification to ifiinuliice the rombfrem re .«** 
point of application of the resultants t« the middle third **f tit* U»*t* 
mination of a profile by this method is very iitrerretre hot n,iu 

Mr, Guiilemain, Professor of tint School of Pouts and < I 

unpublished lecture delivered at that school, mi rus thr *))<»!«- sub re* 1 ^ 
high masonry dams ; he considers that the points «.4 apfd^re*4 ibr 
should be confined within the centre third *»f thr |*a i%m \ \%r t A* 
views of the computation of pressure** dktnhntrd mii tire l*,rre «.f ,% 4! 
mulated by Mr, Bouvier, and suggested l»y I # *M<rv««r Kankito 

| Mr, Me Master gives some mathematical etjoatM-uv* fre tlo 4c 1 
of a profile; he also devotes considerable space to tectam j44ctre.1t **4 
in regard to the building of masonry daws. 

Mr, Aymard, having access to the early |*111i*~ records *$$$$«* it^ii 
Spanish dams, has made use of that information, in *'Of)ne*iioit with '4 
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tion of the; structures, to give a complete account of them ; interesting facts con¬ 
nected with the; construction and use of tlu; dams an; found in the work. 

* Mr. Crugnola, in his exhaustive treatise on retaining walls, devotes a con¬ 
siderable space to masonry dams ; he shows the sections of a number of dams, 
and gives a graphic method for determining the lines of resistance in any assumed 
profile. 

The author recommends typical sections for various heights up to 164 feet. 

The following documents, bearing on the subject, have also been consulted, 

viz. : 

'Flu; manuscript report of Mr. Bideau to the Minister of Public Works of 
Belgium, on tlu; plan of tlu; Gileppe Dam. A memoir on tlu; same structure by 
Messrs. I)etienne and heclerk. 

Miscellaneous notes on the same; dam | Proc. Inst. G. K, Hnginecring News, 

etc. J 

An article on high masonry dams by Major Tulloch | Professional Papers on 
Indian Engineering. | 

Proc. Inst, C. R. Vol. 56, p. tot, on the description of a dam built of concrete 
in Australia for the Geelong Water Supply, 

Proc. Inst. C. R. Vol 71, p. 379, giving a short description of the Villar Dam, 

Scientific v /men can, May 28th, 1887. A historical and descriptive review of 
earth and masonry clams, with plans, by David GravelL 

A report by Mr. Geo, I\ Deacon, C. R., as to the Vyrnwy Dam for the 
water supply of Liverpool, with full account of the methods used for the deter¬ 
mination of the profile and for the construction. 

A paper by W. B. Coventry, Proc. Inst., C. E., Vol. 85, Paper No. 2no. 

Annales ties Fonts et Chaussees, June, 1872. A detailed and illustrated 
description by Mr. Pamairesse of the Barrage cle Cheliff. 

Annales des Ponts et Chaussdes, Vol. XL, 1886. A theoretical discussion by 
Mr. IIetier upon the designing of the profile of masonry clams. 

Giornale del Genio Civile, 1885 ; also, Bacini di alimentaz.ione per cura di 
G. Torricelli, C. R. 

Annales des Ponts et Chaussees, June, 1872. A detailed description of the 
Masonry Dam on the “Canal du Verdon,” in France, by Mr. deTournadre, with 
note describing the Barrage de Zola, 124 feet high. 

Torricelli. —Relazione presentate al Ministero di Agricoltura. 

Lagrcnd— Cours de Navigation—II. 


* Muri di Sostegno. G. Crugaola. 


sglfS 




Die Thalsperre tier GUeppe bet Yerviers ( 1 % Kuhn, Dresden), 

Der Civilingenieur for 1870. 

In addition to these special references, it is obvious that other classical and 
well known authorities have been consulted. 

When considering the exceptional magnitude of the proposed «Junker Bridge 
Dam, it becomes at once apparent that it is necessary to depart in its design, to a 
considerable extent from the practice hitherto followed. The accutmdatiou of 
ponderous solid masonry with the great ami ill-defined strains to which it must be 
submitted is at best, although the only advisable one umb*r the cirrum n.tm a 
rude and expensive way of solving the problem, and some attempt was made to see 
whether, in this case, a structural building could not be erected, with its various 
parts so designed as to resist well known strains, and render it romparamely 
easy to locate and remedy defects, if any were found, after construct ion. 

This study led to the; form of an inclined plant*, built of masonry of sutfici<*m 
quality and thickness to resist the percolation of water, and supported cm groined 
arches and stone pillars, tin* junction of the structure with the sides and bottom 
being effected by means of heavy masonry walls penetrating the rock to suitable 
depths. 

Whatever may be the objections to such a structured! may be seen that all its 
parts would be subject to well known strains, and would be left open to iunpec 
tion ; this research, however, was mil extended beyond its preliminary stages, 
because it soon became evident that the masonry pillars am! other part * Mtpport- 
mg the structure, should be made* of such cut stone masonry as could support the 
heavy weight reposing on them, and that the total cost of the dam would be 
unreasonably high. 

An iron structure built on the same principle would be feasible and t tammt 
leal, but would not present such guarantees of permanence as must obtain for a 
dam which is to he the main reliance of the future water supply of Xriv York, 

An earth dam, with a core of masonry, was also considered. In such -arue 
tures, the thrusts exerted by the earth against the centre wall, during commo tion 
and at the different stages of the water surface, when filling or emptying the 
adjacent basin, are unknown or, at the best, very uncertain ; if the wall became 
fractured under their action, or allowed the water, in places, to pass through ; 
the leaks, under such a tumsulurahle and unusual pressure, won hi endanger the 
stability of the earth embankment. Moreover, the authorities agree that this kind 
of structure m not safe to adopt beyond a certain limit of height, and it was 
thought unwise to attempt an experiment which, owing to the importance «,f the 
interests involved, was not justified by the saving in expense which might have 
been effected by its adoption. 




2 5 


la this case, where the welfare of New York is concerned, and where the 
consequences of a possible disaster with 30,000,000,000 gallons of water behind 
the dam, may well be imagined, we must deal with certainties ; We have before 
us many successful instances of masonry dams, although of less magnitude, and 
the proposed structure can be so proportioned and constructed in masonry as to 
stand effectually the great pressure to which it is to be subjected. 

After this preliminary consideration of the subject, it was consequently 
decided, in conformity with the opinion expressed by the Engineers of the Depart¬ 
ment of Public Works, to build the dam of solid masonry with such differences 
from previous engineering practice as would be necessitated by the special features 
of tlu* undertaking. 

In designing the profile of the dam, three! well known main conditions are to 
be observed. 

1 st. The point of application of the resultant of the forces acting on the 
dam, whether or not it be under water pressure, must not be beyond 
the centre third of the base 

2d. The pressures on the masonry at either face, and at any point, must 
not exceed a certain safe limit, 


3d. The sections of the dam, at any point, must be such that no sliding 
can take place. 

The means used by the various authorities, analytically or graphically, for the 
determination of profiles fulfilling wholly or partly these conditions are somewhat 
different, but the greater number having based the computation of the distribution 
of strains on the lower joint of the dam or on any horizontal joint, on the method 
reproduced by Mr. De Beauve # in his <f Manuel de 1 ’ Ingdnieur,” it is proper that 
attention should be called to it. 

The pressure at each end of the base or joint “ is given by one or the other 
of the two formula. 


(1) p—»2 ^2 ^ 


(2) l> 
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according as u is greater or less than--*” 

* Mttuidt de l’ lofpfttteur de» fonts et Chaussees, Translated by h. Sherman Gould, C. R., 1881. 




2ti 


I's'-stlil 


Ail (! 
f t> 

>T 


lama length of base or joint, 

p— pressure per unit of surface at one end «»f havr 

u— distance from the point of appir.itbm id tip- 
base or joint. 

W—* total pressure on base* or joint. 

This method is based on the hypothec that fit®- m.e-om i 
absolutely rigid and leads to the mmrlmum th.ii ih«- )».n !: n S un 
base, take place at one end of it when the tv«<rv<»ir b* lull 
when the reservoir is empty. But the structure **■ n*»t * ? #pT 
some uncertainty in regard to the? dixtribiitum of tie -niam 
the masonry. I his view of the subject ix ilhreit 4te>l m t .u i 
report of Mr. J, B. Francis to the Chief KngMO-rr «d f> I* , 
Works. 

“The main part of the* clam, I am mfuromd, re mirsulr.i, 
masonry laid in Portland cement. 

“Although the work may be done in the l»-*t j*''vn 

little to the pressure, and the amount of tin- ( ujiipfevmm m dm 
dam will be unequal and nearly prop**fri*m.i! v* th*■ pressure 
mass of masonry at its different parK lire amount **i tire 
different points may be too small to Ik? observed. by; 1 ,tm *4 tW , 
be sufficient to modify to a material extent tin* result -4 ».il «b»* 
hypothesis of an incompressible raaxx and ihr mini, I ihml 
distribution of pressure very different from that imh<4<«-<J In th. 
to relieve to a great extent, if not entirely, the <«itr$ w re .* u, 
strictly according to the IK* Ikstttve method, from tire yre rvue . 
of the high part, combined with the hortstmt,tJ pre-,^* *4 ih< 
up-stream face of the dam. The entire weight mu-4, <4 * 
the base, but I think a much larger proportion <»f ti n/1 ie 
than is indicated by the calmlat ion, # «td that tie- j rt r^«,r ^ y 
being a maximum, will be a minimum/' 

As an additional illustration of the 4 ,«„< u , a. : * , 
sures on the bases of dam*, the U4%mm t : <><'+ i f , o f , 
Scientific Papers," may be of tfiirfi-a A 

based, of an uniform rate of *4 iV % <, 1(H , - t . 

normal to the pressed stiffare »*, ; ,, 

beams, and is probably ven m ,»r tin tired .. , : , y , 

thickness, Whether, or to %lm it 

various thicknesses is 


re.r.n 


re 


i # '' 4 


**>» fire 


i4'.« 
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Whatever may be the distribution of the pressure on the base of the dam, it 
must be admitted that the strains are distributed otherwise than indicated by the 
formula*; but as we have no other means of determining these strains with 
accuracy, and as, on the other hand, the formuke indicate resulting pressures 
larger than they are in reality, the profiles based on that method show an excess 
of strength which gives a further guarantee of safety. 

The distribution of strains on the base and horizontal joints of the dam has 
consequently been computed, in the numerous cases considered, by formula 111 
with the understanding that it indicates, at the ends of the joints, pressures 
evidently higher than the actual ones, thus adding to the computation a factor of 
safety of important, although uncertain, value. 

The sections of dams built or proposed by various authorities have been 
determined by methods involving the consideration of the horizontal and vertical 
forces acting on the dam, and of the magnitude, direction, and application of 
their resultant force. Those methods, with the exception of some analytical ones 
mentioned Indore, and which are too complicated for practical use, proceed by 
successive approximations of the profiles, and require considerable time. As it 
was desirable, in this research, to go thoroughly over the ground and review a 
number of different profiles before coming to final conclusions, a more expeditious 
method was sought and used for a large portion of the preliminary studies. 
This method, although proceeding by successive approximations, was found of 
great service for simplifying the computations. It is based upon the principle of 
moments. 

For convenience and accuracy, the profile is divided into horizontal layers of 
a given thickness. The calculation is begun at the top of the dam, each layer 
being figured separately. A layer being given, and the profile of the dam above 
it being known, certain dimensions are assumed for the lower joint of the given 
layer; and the position of the two resultants (in case the reservoir is full or 
empty) are determined by taking moments about assumed axis. If the first 
profile does not give results in accordance with the assumed limiting conditions, 
another in attempted, and a third attempt is very rarely needed. 

To simplify the computations the weight of the cubic foot of masonry is 
taken as the unit of weight throughout the calculations; consequently, when con¬ 
sidering a vertical section of the dam one foot thick, the area of the section in 
square feet will give the weight in cubic feet of masonry ; hence laborious reduc¬ 
tions are avoided. 

A practical example of the method will illustrate it. 

The upper part of a dam m, n, a, b, Fig, 5, Sheet No. 5, being already known. 



it is desired to determine an additional section 20 feet high. The depth of water 
above the base of the new part is 150 feet. 

The weight of masonry is assumed at 156.25 lbs,* per culm* foot. ('Hus 
weight is within less than a pound that of a block of masonry built for experi¬ 
mental purposes with stone quarried in the neighborhood of (Junker Bridge Dam, 
and has the advantage ,of being a single multiple {2,5) of the weight of a cubic 
foot of water.) The limiting pressure for the hack face is supposed to be 
20,625 lbs, per square foot (10 kilos per square centimetre) — 132 units, expressed 
in cubic feet of masonry; the limiting pressure on the front face bring ms cubic 
feet of masonry. 

We want to find first the point of application of the resultant when the 
reservoir is empty. The resultant W for the part above joint a h is known in 
magnitude and position — 5,689.5 cubic feet masonry. The axis of mommis is 
192.5 feet from point b. 

From the previous form of the profile, let us assume that on the front face we 
will add cl k — 21 feet to the base a, k and on the back face t\ l, 4 U vt, 

Divide the trapezoid a, k c, d, into one reef angle a. k. h, 1, and two triangles 
b, c, 1 and a, d, k. 

Taking the moments about the assumed axis 


Resultant W. 


Totals, 

1,789,001 
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/6799'5 distance of the resultant from the axis of moments 

. Distance of the point of application of the resistance fn#in point ; 

192.5—4].- <40.9 ft. 

In the case when the reservoir is full, the pressure of water will t!.r»« tin- 
■esultant toward the front edge. 

Calling h the depth of water above c d, the moment of tin* water pressure 
.round point d. — A x^x~—215,000, -1 .being the ratio of the weight „f 


2.K 
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I lu*n taking moments about the resultant found in the first case, --_ 

7 > 799-5 

28,9, which is the distance between the points of application of the two resultants. 

Applying now formula (1) it will be found that the pressures at cl and c are 
lot.6 and 126.7 cubic feet of masonry, respectively, inside of the assumed limits 


of pressure. If greater accuracy is needed a new trial may be had with slightly 
lower values for d, k and 1, c. 


The results thus obtained have been frequently checked by graphic methods. 

In the various computations of profiles, which will be here mentioned, the 
vertical pressure of water on the back face of the clam is omitted; its omission has 
only a slight influence on the results, which it affects on the side of safety, and 
simplifies the calculations. * 

It may be noticed that in the course of these remarks, the height of Quaker 
Bridge Dam has always been computed, from the bed rock, many feet below the 
river bed, to the top of the structure. It is obvious that the position of its lower 
part in a deep bed of gravel, and the counter-pressure due to the earth and to the 
water on the front face, modify to a certain extent the conditions of stability and 
the intensity of the strains, but no additional strength is given to the dam by the 
fact of its being imbedded in a great depth of earth, and with due regard to the 
modifications which may be introduced on account of the presence of a counter- 
pressure, the clam must bet treated as one structure of a uniform character 
throughout its whole extent. 

At the; beginning of this research, a trial profile attempted under conditions 
of assumed pressures within the. limits used by the best authorities, showed con¬ 
clusively that the height of Quaker Bridge Dam would compel us to depart 
from the; practice of others, as, in order to remain within the prescribed limits, it 




incline the slopes to an extent incompatible with strength. Fig. 1, Sheet No. 5, 
illustrates this fact. 

The same result would follow the use of the Rankine method and of the types 
advocated by Messrs, Krantz, Crugnola and others (see sheet No. 3). 

It was then thought that it might be advisable to change the quality of the 
masonry at the. points a, b, Fig. 2, Sheet No. 5, where the application of the 
pressures recommended became impracticable, and to adopt beyond these points 
a cut stone masonry capable of supporting greater strains. Further consideration 
of the case, however, developed the fact that this modification would be very 
costly owing to the size of the dam ; it is also preferable not to destroy, if possible, 
the homogeneity of the mass of masonry. 

The only alternative left was to assume higher limits of pressure. . Is it safe 
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to do so ? In answer to that question, we may refer again to ihr opinion of 
Messrs. Bouvier & Pocliet (see page 6), who admit that bolder prarttn* tan he re¬ 
sorted to within safety. It must be said also that. In fixing their low limiu t»f 
pressure, the French engineers have kept in view the fact that the dam. may he 
put under full pressure when their comparatively slow netting iiiori.tr . luw not 
gained their full strength, while in our case the cements used, with the p«* .fibli* 
exception of the uppermost part of the dam, will have time to hard* n snikbu torily 
before the whole force of the water pressure is brought to ,n t on th»* tiuwjiry. 
Moreover, it is well known that there are in existence Manx •iinti tur»-*,. tin- hmnda 


tions of which have to support weights superior to .tin that nun !»• .u .lairn d Iq, 
the lower parts of Quaker Bridge I him. 

A computation made of the maximum pressure #at tlir om«-i to«- %4 ^tmir 
existing dams shows that they attain in several east's from rl**\rn t** tmtftrm t*«»«> 
per square foot. 

It is well known that the ultimate crushing strength of tin- inaimah* to hr 

used in Quaker Bridge Dam is much above the pressure whs* h mdl obtain ist that 
structure, and it must not Ik; forgotten that the limits of -arrugih drdmrd imm 
experiments are obtained with samples of a small bulk, prmrwutg %mn h kv* 
resistance to crushing than large masses of masonry lii**ra!l> ‘*upp«Ht*-d. 

Adding to these considerations the fart already that ihr pfS-Hsltfr 

on the faces of the dam are undoubtedly below th* fsgtiir* tabulat'd b> ihr 
general method followed by us, it may be asserted that the ptrvunr . * 40 ulo* A fW 


the lower part ol the proposed structure mi hr -%ifr|y adopted. 

The question may then be fairly asked wlmlur tiir^ high limit-. *4 ytv^urv. 
inasmuch as they are considered safe, should not t#r adopted for th, upj«-i p.irt of 
the profile of the dam, as well as for the lower fart, 1 kr% t ouhl. n) ,.m 
be adopted, but an insignificant saving only would ihu** !**■ oir? trd 4^,1 ■-.< 
objectionable features would be produced. The ttppre part of th«- d.,m. i%tu, h li,c, 
to resist the additional strums due to the shot h **f wav**-* and or .md t,, t|i»- M iion 
of frost, possibly at a time when the mortar k not fujii •**-!, and nheli h, } >, 
carry a roadway, must be designed much wider than it would !«• $i 11 *%, r< ,,»,bp * ird 
only to the combined pressure of masnnr> and of <jun-<t*rut »,i?r r bring 

the case, the thicknesses of masonry corrts|K»mltng to thr iugltrr p»rvu>r" avnum-d 
for the base, could not be adopted near the top without dMortmr th« j.f«»jdr . 
if adopted lower down, their effort would hr to can*. tl, r bwu-r d„pr thr 
profile to make with the horizontal a sharer anglr. Con^h-tabb- v* 

attached to this point; the downward regular trarnumvmm of dm- to 

superincumbent weight in a pyramidal mam of imixonr* cm hr jv-fird «,» 
certain limits only, and it k obvious that it would not t„kr plor ,f ti,r ,.p« 3 r, 
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too much inclined on the horizon ; the safe limit of acceptable slope is uncertain 
anti depends on the character of the materials and of the workmanship which enter 
into the structure. 

It may he, added also that it is better, where practicable , to follow the practice 
which has been proved by experience to be successful in dams already built, and 
to depart from it in the parts only to which it is not applicable, and in which 
further safety is obtained by the greater extent of the bulk of masonry (with its 
consequent additional resistance to crushing due to increased lateral support, and 
its additional strength due to the increased surfaces of cement joints). 

The lowest layers of the masonry, at the time that the dam will be put under 
pressure, will also have; the advantage; of the harder set of the mortar due to the 
time necessary for the building operations. 

The acceptance; of this basis of operation disposes of one of the essential 
conditions previously mentioned for the proper determination of the profile, /. c., 
that tht; point of application of the resultants on the base of the dam must be 
within the centre third of the said base, as, owing to the spreading of the latter to 
correspond to the assumed limiting pressures, this condition obtains in all cases. 
Let it be added now that the third condition, /. e., the resistance to sliding, need 
not require any subsequent attention; in all cases the horizontal water pressure 
tending to make the dam slide on its joints is much inferior to the weight of the 
masonry, and, when taking into consideration the adhesive power of the cement 
mortar and the roughness of the surfaces in contact, it becomes evident that no 
sliding motion can take place. 

The weight of the masonry is an important factor in the establishment of a 
profile, and it can be seen that the weights [ actual or assumed] entering into the 
calculations of the various authorities vary cbnsiderably. 

Several weights of the cubic feet of masonry have, been used in this research ; 
156.25 lbs. has been used for the proposed profile of Quaker Bridge Dam, having 
been determined, as mentioned before, by actual experiment. 

The change of weight, however, has much less influence on the profile than 
might be supposed, as is seen from an inspection of Fig. 3, Sheet No. 5, in which 
the comparative profiles have been designed under the following conditions: 



j 

\ Weight of one cubic foot of Masonry. 

Profile a. 

; 125 lbs. 

" b. 

| 145.8 “ 

4% 

j 156.25 “ 


Limit of Prefigure per square centimetre. 


8 and no kilos. 
.6 “ 9.8 

8 “ 10 


u 









The weight of the masonry being for the present an mi* ert.iin h« i*»r. n 144 ** 
useful to see to what extent the condition of stability would !»«• * lutnp-d, in a 
dam, calculated fora given weight of masonry, were aft<*ru.tr«U roiuinu tn! with 
materials of a greater or lesser weight, A profile w.e* »ntitr<|untf!\ d«"*igiird 
using 156.25 lbs., as the assumed weight of the rttbir foot of , and *» **nh. 

sequent computation of the pressures made on the sup|Medium that ibr ,u tn.d 
weight of the masonry was 125 lbs. 

The same operation was repeated, 1 ,25 lbs. bring the rah. ulao-d %%< gdi?, .uid 
156.25 lbs. the actual weight. 

In the first case the pressures were found as follows f«*r the from u* »* 


Depths from top. 

; Calftiktel t*re*mw> 
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j I’cwtftl* |rr «|t«w fr^4 
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In the second case, 

the: pressures were found 

fla follow., ,|Ko fl«! ill 


face: 
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These results, obtained 
the expected weight of the 

. 1* f Ol ^ . 


with weights so far apart, 4n»w 
masonry forming thi* dam w«nl. 
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While on the subject of the weight of the masonry, it is proper to consider 
whether the fact that a portion of the dam, from the river bed to the bed rock 
below, is to be submerged in water, is to affect the weight of the structure. 

It would obviously be so, to a certain extent, if the masonry were porous 
enough to admit water under ordinary hydrostatic conditions, but the dam, at the 
lower part, is to be so thick and the masonry is to be of such quality that it can 
be reasonably supposed that the water penetrating it will be mostly, if not wholly, 
in a capillary condition, and that the whole dam may be considered, for purpose of 
calculation, as an impervious monolithic mass rigidly and imperviously connected 
with the rock bottom, and, consequently, not losing weight by the fact of its being 
in water. It must be added, however, that even if admitting, as it has been by 
others, that the water would exert an upward pressure on the dam, thus diminish¬ 
ing its actual weight on the bottom, the result would not be such as to disturb, to 
any objectionable extent, the conditions of stability otherwise established. 

Tins subject leads naturally to the consideration of the advisability of building 
drains in the: mass of the dam, as recommended by others, in order to relieve it 
from the pressure of water penetrating the masonry. In accordance with the 
preceding remarks, and with some authorities, the presence is not thought neces¬ 
sary, and it is obvious that, unless their construction is superintended with the 
greatest care, they may become! injurious by introducing water into the masonry 
under conditions which would then become unfavorable. At any rate, we know 
by the experience of existing dams that they have been built and work successfully 
without drains, and we fail to find any sufficient reason to discard that practice. 

In the preceding remarks, the conditions of stability referred to have been 
considered in connection with the base of the dam or with its horizontal joints 
only, but the tendency of the parts of the dam to rotate about the foot of diagonal 
joints assumed at various angles, through the mass of masonry, has also been 
examined, and, in all cases, the moment of the masonry around the lower point of 
the given diagonal joint has been found more than double of the moment of water 
pressure around the same point. 

The conclusions herein formulated in regard to the pressures that it is thought 
advisable to allow on the base of the profile, and in regard to the slope of the 
front face, indicate obviously that, in order to determine the profile of the lower 
part of Quaker Bridge Dam, the approximate length of the base and the maximum 
pressures at the toes, must be arbitrarily fixed within the limits which have been 
shown here to be safe. 

The result of successive approximations demonstrates that by adopting for 
maximum calculated pressure at the end of the base fifteen tons per square foot 
(a value which, in view of the opinions previously expressed in regard to the distri- 
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bution of pressures on the base, is considered safe), the length of the Rim* **f the 
theoretical profile will be about 230 feet, a length which allow*, of a front slope 
likely favorable to the transmission of the strains acting upon the* structure from 
its various points to its base. 

In consequence of these views and of the. considerations already dcw'lopcd in 
regard to the limiting pressures adopted for the upper part ul the profile, ami in 
view of the comparatively large proportions of the extreme top, it follow-, tli.it 
the calculated pressures at the ends of the successive horizontal joint-, 11 ill Jam 
progressive values from the top to the base. 

The few sloping lines forming the* outline of tin* profile, which were adopted 
to facilitate construction, follow closely the many sided polygonal figure which 
would be indicated by the successive; calculations of a number of horizontal dire-, 
of the section. 

In the course of these studies Mr. Kd, Wegmann, Jr.. Sprcial A variant huge 
neer, who was intrusted with the mathematical computations minus ird with the 
subject, devised a simple and exact analytical method for determining direct l\ tin- 
profile of a masonry dam. 

The method is based primarily on the fundamental formula for dRtrdmtioit 
of pressure already mentioned (p, 25|, and on the limiting conditions, %i#. : that 
the resultant when the reservoir is full or empty, shall lit* within the mure third 
of the base of the profile; and that at no point of the fact-, shall the elementary 
pressures exceed certain fixed limits. 

For the purpose of calculation, the section of the dam is supposed in In- 

divided into horizontal slices of a given height, to which the method k applied in 
succession. 

The vertical component of the; water pressure on the sS*>pen nf the up-'areaiti 
face is neglected. 

Reference to the units of weight, etc,, employed in the tali illation** fur iftr 
Quaker Bridge Dam will be made hereafter. 

The symbols employed are as follows: 

W' — Weight of masonry above the layer tinder consideration. 

W — W' plus weight of layer under consideration. 

m — Length of upper joint, already determined. 

I mm» “ i( lower u to be 

2h — Depth of layer, 

d — Distance of point of application of VV from lack .-ml of | R, 

voir empty,] 

u — Distance of point of application of W from from end of joint /, 1 §t,. wf , 

voir full. 1 


u — 1 ustanee of point of application of YV from back end of joint /. [Reser¬ 
voir empty. | 


i — Elementary pressure at front end of joint /. [ Reservoir full.] 

Elementary pressure at back end of joint /. [Reservoir empty. 


M — Moment of water pressure about the horizontal plane through joint /. 
a-** Vertical distance of (low line below top of profile. 

Ratio of unit weight of masonry to unit weight of water. 


1 he method as applied to a general profile consists of two initial equations, 
hirst initial equation (a). — I he first initial equation [a] applies to that portion 
of the profile in which the back face is vertical and covers the case in which 
the limiting pressure obtains on the front face. It gives the length / of the joint. 


2 \VV 6d W'+ ahm'+fi 


Etpiation [a. | /"+ 

P ■ P 

If the resultant [reservoir full| fails at the extremity of the middle third of 
the; joint, equation |a| becomes equation [b], 


Etpiation j b,] F «f* / [ —+ mj — W' + m® 4-—^. 

Etpiation |b| again transformed, becomes equation [c,|, which gives the depth 

at which the front face ceases to be vertical [ assuming a certain top width for the 
profile); /, c., the section being a rectangle of given base, it gives the depth at 
which the resultant | Reservoir full | will intersect the extremity of the centre third 


^ . r .. 6M 

Equation [e.l / 

L J p 

If both resultants ['Reservoir full and empty | fall at the extremities tif tlir 
middle third of the joint, then equation |e| becomes equation |f|. 

W' i M 

Equation [f/| /" + / [ ^ 4 m | — 9 ^ . 


It is obvious that since equations |d|, |e| ami | f | apply t*» that portion *4 tlir 
profile in which both faces have a batter, the length of the pint )/) ilrmnl fr$mt 
them does not fix the batters of the layer in hand. This render* the 

supplementary equations |g| by which the offset (,r| on the bark fare i% determined, 

Equation [g.'| x [3 W f 4- 2 h m 4 - h / | W' I j t 3d | | Inn | / in 1 ? /"j It l* j. 


If the resultant [Reservoir empty] falls at the extremity of tin* middle third of 
the joint, equation [g| may he simplified to the form of equation (lif, 

Equation [ h. | a? [3 W' -f 2 h m f h / ] — \V | / 3d j |im\ 

The above equations apply to a general profile. In the (Tuber Ilridgf I lain, 
for reasons which will be explained hereafter, very lung, straight slopes U*i\ * h-rr 11 
adopted for the lower portion of the profile; and the ralnslatiwis for a tin ot<mal 
profile were complicated by the fart that some 8; Cert of the structure i% M*m tlir 
river-bed, and consequently subjected! to additional strains dm- u* tin weight *4 tf M 
overlying gravel, and by a counter-water pressure. The. special * \ u%% f^ rfl 

submitted to analysis and the following equations have U vn deduced. 

The depth of the gravel overlying the hitse is feprexi'iited by 3 g. 

Total depth of layer — ah, 

RatiO SmumO 

h 

Ratio of unit weight of gravel to unit weight of numimy ~ 0 , 

the limiting conditions being that certain pressures shall obtain **n tit*’ up¬ 
stream and down-stream faces at Intel rock, rcpiation \k\ give*. t f,«. Nigtii .4 tie- 
base at bed rock. 


Equation (k.| / [|p' + p[ ah 1 1 + fS ft\] ( - 3 /||, ,„|f/ „ „ W J 
Equation [!| gives thu offset [,r| on tlu* l.nifc f, 

Equation 1 1 . j .r[h/j. + 3 O' p --3 V (i\ + I, m 1 3 ... #/y/j + . i \y j - 
hi’\i-(P ft + O' /l\h m' J 1 Vfi) f I, /nt j 1 -}¥f> 




ff fi 


jWd + iW/ \>' i' 
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\\ ith l!u* exception oi formula | c, |, a simple expiation of the third degree, it may 
1«« n«*ticed that all the others are of the second degree only. In regard to the last 
two, whic h may appear too long for practical purposes, it can be seen that they are 
of easy solution, and that they cover the special case when the lowest calculated 
section is partly built in gravel overlaying the bed rock, with a counter pressure of 
water. 

The following tablei shows the application of the above formula! to the theo¬ 
retical profile for Quaker Bridge Dam: 





Umititii; Conditions. 


Values Found. 

I' Jt*\ .4 



Equations 




Farr. 
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It is by this method that the theoretical profile of Quaker Bridge Dam, 
shown t Fig. 4) Sheet No, 5» has been computed ; the results have been afterwards 
confirmed by means of graphic and other methods. The elements of the calcu¬ 


lation are *is follows: 

TIte limit of pressure assumed at the down-sti earn face of the profile is, fot 
a depth »f water of t to feet (elevation +96) aiul lcKS » 8 * 2 tons of 2 >°°° U)H - P er 

square foot, 

\t flit* hark or ti fuccs* tho condition th«xt tlu* rosultdnt should frill on 

till 4 end of tin* centre third of the base led to a pressure, at the end of the hori- 


:otttaI joint, at elevation >4 • 8, 7 ttms per septare foot. 

f* rum lie) feet depth (elevation T96) to the base of the dam (elevation ——^2} 
he assumed pressures imrrea.se steadily until they attain the maximum value of 

% tons ( ^o,cx)€) lbs. f already mentioned. 




For the sake of simplification, the vertical weight of the wafer *m the in* lined 
portion of the up-stream face is neglected, this slight error 1 *0111*4 ‘*hlr of 

safety. 

The vertical weight of the saturated gravel resting upon the slope*, of the 
clam below the river bed is taken into account. 

The gravel on the down-stream side of the dam being saturated with water, 
the resulting counter-pressure of water enters into the computation. 

The weight of a cubic foot of water is taken at 02.5 lbs. 

The weight of a cubic foot of masonry, for reasons a I read) given, r. f,j|,rti ti i 

156.25 lbs. 

The weight of a cubic foot of saturated gravel is talo n at 14 lb-,., 

equivalent to 0.94 of the weight of masonry (the dry gravel bring ,ee»utttrd »ii 

125 lbs., with voids equal to one-third of the bulk filled with water j, 

The unit of weight used throughout is the weight «»f out* * ubi< b«*t of 
masonry. It has been already stated that this choice of unit uinpliti* s tin t .dm 
lations greatly. 

The effect of wind pressure on the dam has been neglected. If it blow-, d<o%n 
the valley when the Reservoir is empty, its tendency L to tin rru*»»* the %LihiUi% ; if 
it blows in the other direction the result is the name with a full rr-smuk, and with 
an empty or partially empty basin the margin of safely is more than 'aiifuiriit t<» 
counteract the comparatively insignificant effect of the* wind procure, 

The result of the calculation is shown on log. 4 c Sheet \u, 4 1, wlutfi mu-, 
the theoretical profile of the dam, and on Table II.. which exploit*, itself: 

The theoretical profile of the dam being determined, certain mndilh 
were advisable to meet some practical requirements of adaptability and of con¬ 
struction, 

The width of the top had to be adapted to the requirement*, of ai*udtta\. 
-*hght addition to the thickness of mason ry doivu t*> b.leisititui j ***■> i/ r th*~ 
part covered by the fluctuations of the water surface in the IWnoit) pyvsrm*. 
the double advantage of increasing the strength of the structure at a point *!, rrr 
it may have to sustain shocks from the action of the wave, .out ur. ,4 
to the symmetry of the profile. 

It is also advisable for the purpose of facilitating country* tinn tt» %<» tvg trial** 
the various inclinations of the faces as to give them a simple ratio ntay %n f u |j„ w 
during the building operations. 

Last, as no dependence can be placed on the strength ft ( tlu* slum* rmit^h* 
of masonry forming the extreme toe of the downstream face, it h 
dispense with it, and to round it off in the form of step*. *hi»wii t|ll shct . f x „ 
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I his disposition presents the additional advantage of lessening the width of the 
expensive excavation to be made in the bed of the river. 

1 best* modifications having caused some; changes in the distribution of the 
materials, obviously rendered necessary a new computation of the distribution of 
pressures throughout the mass of masonry. 

I ° r,u ^ the propostal profile* was divided into horizontal sections or slices 
i i feet high. I he (‘entres of gravity were found by the usual system of moments 
for each joint; the overturning momemts, etc., were ascertained, and the pressures 
computed as before in accordance with the: formula (i), p. 25, the various units and 
elements of calculation being the same as those used for the computation of the 
theoretical profile. 


l able 111. gives a synopsis of the* results obtained, and shows that : 

The total width of the base is 216 feet. 

I he maximum pressure at toe of up-stream face is 1 5.4 tons per square foot 
[t 3.8 tons of 2240 lbs, J, 

The maximum pressure at toe of down-stream face is 16.6 tons per square 
foot ( 14.H tons of 2240 lbs, |. 

Average pressure on base, per square foot, 10.49 tons. 

In accordance with tin* views already discussed in this report, these results 
are acceptable, and the profile, shown on Sheet No. 6, is recommended for the 
acceptance of the* Aqueduct Commissioners. 

Before closing these remarks on the profile of high masonry dams it is proper 
that we should refer to several modern structures which, owing to their magnitude 
and to the known skill of the engineers who designed them, were duly considered 
by us, namely : the Gilleppe Dam in Belgium and the Vyrnwy Dam near Liver¬ 
pool, England (See Sheets Nos. 1 and 2). 

The evidently excessive section of the Gilleppe Dam was due, as its designer 
admits, to local reasons of expediency independent from technical considerations. 

The Vyrnwy Dam is intended to be used as a weir, and its shape is such as to 
lead the water properly in its fall and to support a heavy apron on the down¬ 
stream side. 

The special conditions under which these dams were designed do not obtain 
in the* case of Quaker Bridge Dam, and there was no valid reason to follow their 

peculiar profile, 

A darn has been recently begun near San Mateo, for the Spring Valley Water 
Company of San Francisco (California), which will be almost as high as the Furens 
i )am, its height being 170 feet .(See Sheets Nos. t and 2). It is to be 20 feet 
wide at top with straight batters, ft is to be built of concrete blocks formed in 


place with a mortar on’ortlanil cement. Tin- d^mption of this Mr... i».r.-. 
at hand, does not mention whether the engineer has ...ore amhdeme .n 
than in stone masonry, or whether his choice was determmetl r. .mourn.. m 
other reasons foreign to the constructive value of these materials." 

After determining the profile of Quaker Bridge Dam, the m-u ,|ursU.m ... 

importance is to decide on the iilan of the dam. whether it should he ■.lit or 

curved. # , . . . , 

Referring to the list of clams now in operation, it will be M’ro l'^n> 

have been followed with successful results. If we consult the various authonti, s 
on the subject, we find the almost unanimous opinion that if a curve he adopted 
for the plan of a dam, it is advisable, notwithstanding, to so proportion tlu- pfid.' 
of the section as to make it able to stand, by its own gravity, the pressure ■•! tin- 
water; the curved form, in other words, is considered as a sort oi additional ... 
efficient of safety. 

We fail, however, to see how a mass of masonry, proportioned to a.iinS »ntrr 
pressure by its own gravity, can at the same time act as an art h i if tin* fuotd*’ m 
sufficient, the mass will not yield under pressure, ami if it dues nut > m n«* pres¬ 
sure can be transmitted to the sides through the curve; the twu condition** are 
incompatible. 

If, on the contrary, the section of masonry is not siitfidrin tu support tin- 
water pressure, then the mass will yield to a certain extent under tlm strain, and 
some pressure will be transmitted to the abutments of the curve, ttt the ttpptt /w - 
tion of the structure ; we say, in the upper portion because it is evident that, if 
there is, through the adhesive power of the mortar, rigid connection between the 
dam and the foundation rock, the adjacent parts of the masonry c.mnut. at the 
same time, act as an arch. 

Among the curved dams recorded herein we find that all, with on** e\t option, 
have sections sufficient to resist the water pressures brought to boar upon them, 
and that they do not act as arches. The exception is the Zola I >am fin 1 ‘r.uis r j 
see Sheets Nos. t and 2 and Table I. 

The thickness of the masonry is so small that the resultant falls outbid** oi tin* 
front toe and that (unless the excellence of its mortar, and, generally, *4 it % 
masonry be exceptionally great), its stability is due to the fart that it N built in the 
form of an arch, the water pressure: being transmitted to the abutments. Mure* 
over, the form of its section shows that the intention of its designer was that it 
should act so. 

As, however, the rigid connection of the* dam with the rock of the foundation 


* See N, V. Iiaily Ttihum, October a*§, 1 *^ 7 , 
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precludes, at that point, tlu*. idea of an elastic motion in the masonry and of a 
consequent lateral transmission of the strains to the abutments, it is impossible to 
state at what height above the foundation the dam begins to act as an arch. 

Gwing to the small width of the; valley (a few feet at the bottom and about 

feet at tlu* top) the strains thus produced are evidently such as can be sustained 
by the masonry, but it is probable that the failure of one part of this dam would 
cause its total ruin, while, with a self-supporting section, a dam may fail at one 
point, leaving the* balance whole*. Such was the case at the dam of Gran Cheurfas 
(Algeria). 

If we leave this special instance to return to general cases, we must call atten¬ 
tion to the important fact that the admissibility of the arch form in the plan of a 
dam must depend primarily on the intensity of the lateral or horizontal strains that 
won id he transmitted through the structure. 

In the case of curved dams thrown across narrow valleys, it may be found 
that the lateral strains (admitting that any should be developed), would be such as 
tlu* masonry could safely support, and if it is expected that the upper part of the 
structure? might be put under pressure when the mortar, not being wholly hard¬ 
ened, is in a comparatively yielding state, we conceive*, that a certain amount of 
motion of the masonry, however small, may be. expected, causing the portion 
affected to act as an arch with tlu* tendency of closing the. joints under pressure. 

This advantage can hardly be claimed, however, for structures which are not 
made of voussoirs, lmt composed of an irregular mass of stones and mortar, which 
cannot be relied on for arch work, unless the whole is sufficiently hardened to 
present an homogeneous and monolithic character. 

When, on the; contrary, the width of the valley is such that the strains trans¬ 
mitted by an arch would become excessive, that form must be avoided. 

Let us look at the case in hand. 

Great care has been taken in designing the profile that no strains superior to 
fifteen tons should be produced by the combined action of the water pressure, and 
of gravity ; other strains will be developed by variations of temperature ; addi¬ 
tional local strains will occur, owing to unavoidable irregularity in the quality of 
the workmanship. Would it be prudent to complicate matters by knowingly 
submitting the masonry to additional horizontal strains which would he very high, 
attaining a maximum of over forty tons per square foot; as far as we can calculate 
such values, for “ in the present stafe of science, the calculations of stability, 
treating the dam as a horizontal arch, are so uncertain as to be of doubtful 
utility.” The best information we have in regard to the stability of stone arches 
comes from experimental data, and we have none bearing on arches of such a great 
span. 
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In accordance with these views it is concluded: 

That a dam of such a length as Quaker Bridge Dam, if acting as an arch, 
would be subjected to excessive strains. 

That, with the profile recommended, it can successfully resist in all its parts, 
the pressures applied to it, without any additional support. 

That, if built on a curve, it would not act as an arch, and would be more 
expensive. 

That it is advisable that the dam should be built in a straight line. 

Let us consider, now, other features of importance, second only to the profile 
and plan of the dam, i. e., the height of the crest of the dam above the water line 
and the capacity of the weir over which the surplus water is to flow. 

Existing dams furnish good data in regard to the height to be given to the 
structure, and in accordance with precedents and with the recommendations of 
reliable authorities, the top of the parapet has been placed at an elevation of 13 
feet above the ordinary water mark, equivalent to 7 feet above the extreme high 
water mark, the surface of the roadway being 3 feet below the top of the parapet. 
This height is amply sufficient to cope successfully with the highest waves which 
may be expected from the unusual depth and considerable extent of the reservoir. 

As to the capacity of the overflow, it is necessary to depart from precedents 
on account of the extent of the water-shed and the comparatively heavy rainfalls 
that occasionally occur in the Croton Basin. 

Judging from the possibilities of rain or thaw in this and neighboring water¬ 
sheds, the flowing capacity of the overflow should not be less than equivalent 
to the flow, in twenty-four hours, of a volume of water represented by a uniform 
thickness of six inches over the whole water-shed. 

It is true that no such flow is on record, and the actual flow may never, it is 
hoped, come to that figure; but a combination of adverse circumstances, such as 
an exceptionally heavy rainfall, occurring at a time when the reservoir is already 
full, and when the ground is covered with snow, can bring about such a condition 
of things, and it is wise to be prepared for it. It can be so much more readily 
done, that an increase in the length of the overflow can be obtained at a compara¬ 
tively small cost. 

The writer, having had occasion to design the overflow of several dams on 
an equivalent basis, may be allowed to state that, on the occurrence of a freshet 
which produced a flow somewhat less than one-half of the quantity just mentioned, 
he could not but feel, in accordance with the sentiment of the people living lower 
down in the valley, that the channels of discharge were none too large. 

The length of overflow corresponding to these conditions is about 1,300 feet. 
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It may la* mentioned here, that the. gate house proposed to be built in con¬ 
nection with the dam, is to contain, besides tlu; gates leading to the two aqueducts, 
some ample channels, for the emptying of the reservoirs. These discharging 
channels, although placed a distance above the river bottom, are so arranged as to 
allow of the drawing of the bottom water, when necessary to do so. 

In regard to the kind of masonry to be used, the majority of existing struc¬ 
tures appear to be built of rubble ; they generally give satisfaction, and there is 
no reason to depart from that practice. Concrete cannot be depended upon as 
being impervious enough to prevent percolation of water under great pressures, 
ami cut stone masonry, in connection with the*, great bulk of the dam, is obviously 


excluded on account of its cost. To all probabilities, stone suitable for the work 
can be found in abundance in the neighborhood, gneiss or granite being pre¬ 
dominant i but m anv ease, the stone used must be one that will not disintcgiate 
under the influence of time or of the weather. A proper selection of stone is of 
such moment, and the distance from the work to the quarry or quarries is so important 
an element of cost (considering especially the quantities to be transported) that 
the territory in the vicinity of the dam should be examined by excavations, and, 
if necessary, by boring, in order to determine, before letting the work, the locali¬ 
ties from which tint stone is likely to come. Such an expenditure would be 
judicious, and would remove, to a great extent, the uncertainty urulei which the 
contractors would labor in making their bids, and the necessity under which they 
would find themselves to provide in their bids a large margin to meet possible 

contingencies of excessive cost in transportation, 

Hie whole masonry of the dam, from bed rock to the top, should be homo¬ 
geneous with the exception of the parts which, from requirements of ornamenta¬ 
tion and maintenance, may lie made of finer masonry. 

Mr, Krant* says that “the joints should be irregular on the faces and in all 
the sections; the courses should be thoroughly interlocked, or better still there 
should be no courses, and by means of good work this result must be obtained, 
so that the whole body of the wall shall be a real monolith. 

Mr. K. S. Chesbrough, in a report on the subject to the Department of Public 

Works, states that: f , . , , , 

,, 'pin* superstructure should be composed throughout of uncoursed, broken 

ranee rubble masonry, built of quarry stone of irregular sizes, laid with full beds 
and joints. The use of cut stone should be confined to such appropriate orna¬ 
ment as may be desired, none being used in the body of the work, not only on 
account of expense, but also to avoid the introduction of two different classes of 

** While as above stated, coursing should be avoided, it would be proper to 



keep the work roughly levelled up over its entire length, say e\c*r\ ti\e fort in 
height, so as to secure an even settlement as the structure goes up.’' 

To these remarks, which appear to resume the practice generally followed, it 
may be added that, for the purpose of keeping the faces in good order, and to 
preserve them from the action of the weather, it is advisable* t«» make the joint 
closer on the faces or even to use range rubble with a dose joint near the Midair 
only, thus lessening the future work of keeping the outer joints well pointed, 
without disturbing the uniform settlement of the whole mass. In some of the old 
Spanish dams the faces are even lined with cut stones which are not report* d to 
have caused any trouble. 

As it is of vital importance that all spaces between tlte stones be tilled com¬ 
pletely with mortar, they must be of such size as can be easily handled, enabling 
the masons to secure, beyond doubt, a good bedding, and each stone, with the 
exception of the smaller ones used for filling up and leveling up cavities, should 
be so selected or shaped as to present a good lied which will form a Milid joint 
with the level surface prepared to receive! it; all projections presenting too irrrgio 
lar outlines should also be hammered off. These conditions do not admit id large 
sizes for the stones used, but their limits of size cannot be absolutely determined 
in advance, and they may vary with the quality of the stone used. 

Large stones, as generally prepared for rubble work, cannot be properly 
bedded, and better and more expeditious work will be secured by the u-,r 
of smaller ones. With few exceptions, the largest stones should nut tsrml 
two tons and the largest proportion should be much smaller. The fan* on the 
water side should be made as water-tight as possible, either by a caret td pointing 
of Portland cement or by the introduction of a special impervious facing. 

Especial care will he necessary in designing the mas<mr\ of th«* (bar iiny.r, 
which must not present large masses of masonry different in i harac or from that 
used in the body of the dam, without forgetting that most of a% parte* will 
port heavier pressures. 

The Gate House, however, is at a point on the side of the vulltn where tit.* 
risks of unequal settlement are very much diminished by the reduced bright of 
the structure. 


The same precaution must he used on the other side, wie'iv an opening must 
be provided for the flow of the river during construction. 

No special mention of the cut stone masonry to Ik* used for tin* cornice and 
parapet work, for the gate house, for the overflow, &c. f k mmrnmy here. 

This report would not be complete without a few wards m nmnmimn with 
the part of the work which will precede the building «f the masonry 

Existing dams furnish no precedent* of the dee,, earavwmn , ;!n 
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here to reach the bed rock, and we find but few references to the manner of pre¬ 
paring the latter to receive; the; masonry. 

I low to make successfully that deep excavation and to take care of the river 
during tlu* excavating operations, and during 1 the first part of the construction, is 
the problem presented. 

One; plan originally suggested consisted in building across the valley, in 
heavily timbered trenches, and, from the; rock bottom to the river bed, two walls 
of considerable; thickness, forming tlu; up-stream and down-stream faces of the 
dam respectively ; under tlu; protection of those walls, the; earth could be removed 
between them and tlu; wall completed. 

Against that plan several important objections are; founel : 

In view of the, de'pth of the* excavation, which is, at the lowest point of the 
valley, more than eighty fee*t deep, anel in view e>f the; inclination of tlu; outer 
faces of tlu; dam, these; walls should be ve*ry thick, anel the; trenches containing 
them correspemdingly wide, 'flu; excavatiem of such wide; trenches, and their pro¬ 
tection by timber, would be very costly, and would especially take a very long 
time. 

The pressures at the bottom e>f the trench wendd be; such as to require 
very heavy timbers placed very ele>se together, thus forming an obstacle; to the 
proper inspection, and to the expeditious and satisfactory laying of the masonry 
between them. Moreover, tlu; rock bottom, under those difficulties, could not be 
properly examined and prepared. It is obvious, also, that the dam would then be 
erected in its lower part, in three; paraded and eliscemnected vertical slices, instead 
of progressing regularly upward as it should be to secure tlu; gradual settlement 
of the mass. 

Notwithstanding the great depth of the excavation, and the evident difficulties 
accompanying such an operation, the most advisable manner to proceed is to open 
it without side protection, and to maintain it by means of long slopes on each 
side. The free access thus procured to every part of the work will allow of the 
use of powerful mechanical means for removing the earth, and the cost of the 
excess of excavation, due to the formation of slopes, will be more than compen¬ 
sated by the rapidity and simplicity of the operations, which will obviously lower 
the; cost of the cubic yard excavated, and shorten very much the time necessary to 
complete the work. 

Another advantage of as great value will result from the unobstructed con¬ 
dition of the bottom of the trench which will permit a perfect inspection and prepa¬ 
ration of the bed rock and a thorough treatment of the seams and fissures which 
will most probably, Ik; found. The foot of the slopes, if necessary, can be locally 
removed, for a considerable distance, to uncover and fill up important seams, which 


it would be found advisable to follow outside of the actual base of the dam. I he 
numerous borings made in the valley show that the materials would In*, on the 
whole, favorable for such an excavation, provided the trench is well drained. 

In order to drain thoroughly the trench, it would be well (in addition to the 
means provided to take care of the river water) to sink in the bed of the river, a 
short distance from the upper edge of the excavation, several wells provided with 
pumping appliances, for the purpose of keeping the slopes dry. 

It is well understood that the unusual depth of the proposed trench, and the 
constant presence above it of a body of water which, at times, may be very largo, 
constitute difficulties of no mean magnitude, ami that great care ami foresight will 
be necessary to achieve success ; hut this mode of treating the question appears to 
be the most rational under the circumstances. 

Closely connected with this subject is that of the conveyance of the river wate r 
over the work while the excavating and building operations take place below the 
level of the river bed. 


It is proposed to build two temporary wooden dams of little height, one above 
and one below the location of the dam, and to connect them by a water-tight 
timber flume, the distance of these dams from the edge of the trench to be deter¬ 
mined later from a close examination of the grounds, to be not less in each rase 
than, say, 200 feet. 

The dams should be of such height as to correspond to the highest water 
mark of the flume. 

What should be the flowing capacity of the flume ? 

The records show an instance where the maximum flow of t rot on River was 
about 8,000 million gallons in 24 hours. 


The construction and maintenance of a wooden flume (not less than fret 
wide), as formerly proposed, capable of safely containing such a stream, would be 
very expensive. It would require (supposing it to be* practicable) great vigilance 
to keep it watei-tight, owing to the constantly increasing depth of the excavations 
and to the consequently frequent change of supports. It would be. at best, a < on* 
stant obstruction to the rest of the work, and should not be attempted. 

In building operations of this character it is unavoidatde that the builder 
should take some risks ; but they must be reduced to 14 minimum within the limits 
of a reasonable outlay, and the writer thinks that the following manner of con- 
trolling the water, which is much less expensive, would afford more rhaner of 
protection from the water, although, in some contingencies, it may involve the 
temporary flooding of the work. 

Instead of maintaining the protecting flume over the work it is proposed to 
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place it at one side, wholly or partially on a shelf of rock prepared, where neces¬ 
sary, for the purpose. The borings show that the north side would admit of such 
a treatment. 

As to its flowing - capacity, it would be sufficient to make it equal to the 
volume of the average spring freshet of the Croton River, corresponding to a 
width of about 60 feet ; but the flume must be so designed that if the river rises 
beyond its capacity, ample channels, prepared for that purpose on the rocky 
hillside, must be opened to safely fill up the trench, and allow the freshet to pass 
over the work without causing more than repairable damage. 

Time and money would then be required to restore the excavation to working 
order, but this risk is preferable to the constant maintenance of the larger channel 
during several years. 

As the work of masonry comes up above the level of the river bed, an arched 
opening can be; left for the passage of the; flu me, to be filled afterwards when the 
dam is nearly completed. 

After the earth is removed from the proposed foundation on the bottom and 
sides, all loose or doubtful ledge must be removed until sound rock is found, or 
until such depth is reached as will be judged sufficient for securing a water-tight 
connection between the dam and the; rock. For the purpose of insuring imper¬ 
viousness, and of increasing the resistance of the structure to sliding, the surface 
of the rock must present numerous projections which need not be regular. In 
case the rock comes out with smooth surfaces, it would be well to excavate one or 
more; wide longitudinal trenches. It is obvious that any seams that may be 
encountered must be carefully followed and obliterated by such means as may be 
suggested by local conditions. If seams and fissures extend to such distance as 
may require a more thorough treatment, it may be necessary, at places, if not on 
the whole extent of the work, to penetrate the rock deeply on the bottom and 
sides with a central trench to be filled afterwards with masonry. 

It need not be said that the cements to be used in the construction must be 
well selected. It would be well, in order to secure perfect work at the connection 
of the structure with the rock, to use imported Portland cement at all places 
whereve.r such connection is to take place, and in their vicinity, the mortar being 
in the proportion of one of cement to two of sand. 

The same mortar would also be preferable for the work to be done in the last 
season on the upper part of the dam and elsewhere, on account of the well-known 
property of the Portland cement to acquire hardness in shorter time than the 
domestic brands, thus securing greater power of resistance for the masonry, if 
it happens to be subjected to full pressures immediately after the dam is put 
into service. 
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Portland cement mortar should also he used for the pointing of the outer 
joints. 

For the bulk of the dam, a mortar made of the same proportions of good 
domestic cement or a mortar of Portland cement in the proportion of three to one 
would be sufficient. 


All the statements advanced, the conclusions reached, anti the rrcommemke 
tions made in this report are presented on the supposition that every pari of tin- 
work is to be executed with care, under intelligent and able superintendence ; on 
that condition will depend the success of the undertaking. 

The extensive borings made preparatory to the designing of the plan, 
especially the two diagonal borings made parallel with the sides of the \ alley 
under its whole width, seem to indicate the presence of good compac t rock ; tin- 
surface indications are also favorable, and although some difficulties are ant ice 
pated in preparing the foundations, it is confidently expected that they can be 
overcome. 


Under the piessuies to which the dam will he subjected, some leakage- may 
be expected , such has been the case for several of the high masonry dams now in 
existence. If the leakage takes place through the masonry, experience shows that 
it diminishes gradually, and in regard to the grounds adjoining tin* dam, if the 
earth which covers them is not sufficient to prevent water from percolating through 
fissures that may exist in the rock, it is reasonable to expert that those peri illa¬ 
tions can be located and stopped. 

In order to do full justice to this important subject, and to the- investigation 
made of it, it would have been necessary to enter into more details in regard to 
the numerous questions which have been examined; but a complete record of 

them would have entailed many technical references hardly compatible with the 

scope and intent of this report. 

Before concluding, I desire to record my indebtedness to Mr. Edward 
Wegmann, Jr., Division Engineer, whose work in connection with the mathematical 
part of this research I have already mentioned, anti to Mr. Ira A. Shalrr, Assist* 
ant Engineer, for their valuable assistance. 


Respectfully submitted, 


A. FTKLlxV, 

Consulting Engineer. 
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New York, October ist, 1888. 


To the Memorable the Aqueduct Commissioners: 

By a resolution of tlu: Aqueduct Commissioners, adopted March 7th last, and 
by subsequent action, the undersigned were appointed a Board of Kxpcrts to take 
into consideration the plans of the Quaker Bridge Dam, as projected by the En¬ 
gineers of the Commissioners, and modifications which had been or might be sug¬ 
gested by others, either in plan or cross-section, and to fully advise the Com¬ 
missioners on the subject. 

We have found that the work assigned to us required much more extended in¬ 
vestigations than were anticipated, but we have at length finished them, and now 
have the honor to report the conclusions at which we have arrived. 

The proposed location of the Quaker Bridge Dam is at a point oiYthc Croton 
River, at about two miles above its mouth, where the steep sides of the valley 
approach to form a ravine. This ravine is about thirteen hundred (1,300) feet 
wide at an elevation of two hundred and thirty (230) feet above tide level, three 
hundred (300) feet wide at the level of the river bed, thirty-five (35) feet above 
tide, and has a rock bottom eighty-seven (87) feet below the stream level, or 
fifty-two (52) feet below tide level in the Hudson River, 

It is proposed to close this ravine with a masonry dam which will impound the 
waters of the stream and raise the water level to a height of two hundred (200) 
feet above mean high tide. The greatest height of the dam from foundation level 
to the top of road parapet will be, therefore', from two hundred and sixty-five (265) 
to two hundred and seventy (270) feet, depending upon the character of the sur¬ 
face of the rock at the deepest point 

It will be about one hundred (too) feet higher than any dam yet built. 

It is to impound upwards of five thousand (5,000) million cubic feet of water 
in an artificial lake sixteen (16) miles long and one hundred and sixty-five (165) 
feet deep at its lower end. 

The watershed tributary to it has an area of three hundred and sixty-one (361) 

square miles and contains a number of storage basins with an aggregate capacity of 
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twelve hundred (1,200) million cubic feet, averaging about seven (7) miles distant 
from the Quaker Bridge Lake and three hundred (300) feet above its level. 

A new dam is now building which will increase this capacity to upwards of 
eighteen hundred (1,800) million cubic feet. 

The greatest recorded flood of the river, measured at Croton Dam, is ten 
hundred and seventy (1,070) million cubic feet in twenty-four (24) hours. 

Most dams of great height are built of stone, laid in hydraulic mortar. This 
is the class of work recommended by recent writers upon the subject. The three 
profiles presented to us for consideration are proportioned for masonry of this kind, 
and we understood that its use for Quaker Bridge Dam had been determined upon 
by the Aqueduct Commissioners. We have therefore limited our studies to 
dams so built 

Our first discussions related chiefly to the forces, whether usual or exceptional, 
that might be brought to bear upon the structure. These were classed under four 
general heads: 


First. The quiescent and ever acting forces, such as the weight of the 
fuasoHfy and the pressure produced by the impounded water. 


Second, Forces produced by the expansion of ice in place 

masses. 1 1 


or by floating 


t mm, Forces produced by waves of translation, tne possible c 
tves bemg the giving way of a dam above or an extensive land slide 


cue possible cause of such 


Fourth ,—Earthquake shocks. 


1. 


, QUIESCENT forces. 

.. 34 . 7 "’77 Sh0Uld be tate " »t 

times sixty-two and one*alf (62 O pounds W ° 7 thlrt y- four hundredths 
twenty-five hundredths ( I4 6.2 5 ) poun L ’ 006 hundred and f °«y-six and 

Krauts assumes a specific gravity of twn a u 

ws ^ per cubic or * we * ht 

one (.granite or limestone). 
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The experiments of M. Bouvier upon granite rubble led him to adopt a weight 
of one hundred and forty-seven and three-tenths (147.3) pounds per cubic foot. 

While building Boyd’s Corner Dam on the Croton River, a careful account 
was kept of all the materials entering into its construction, from which account the 
specific gravities of the various classes of masonry were computed. These varied 
from 2.13 to 2.71, and the specific gravity of the whole mass was found to be two 
and thirty-four one hundredths (2.34), and we have thought it best to adopt the 
same specific gravity for the Quaker Bridge Dam. 

The aggregate length of the spill-ways will be about' thirteen hundred (1,300) 
feet. A depth of about two and one-quarter (2.25) feet on the crest would pass 
the largest recorded flood in the valley, and it will be only on rare occasions that 
the water can reach the elevation of two hundred and two (202) feet above the tide. 

This elevation for the water surface, as producing what may be termed the 
maximum quiescent stresses, has been adopted in computing the pressures which 
the masonry throughout the body of the dam must resist. 

The waste-way, or channel for carrying off the surplus waters from the surface 
of the reservoir, will be constructed in rock cuts and over subsidiary dams so situ¬ 
ated that the overflowing water will not touch the main dam. 


2. 


ICE. 

In our search for information upon the expansive force of ice in place, caused 
by increase of temperature, we found little of value recorded ; but we obtained 
valuable, though somewhat conflicting, information by correspondence and per¬ 
sonal interviews, which information, supplemented by experimental data, concern¬ 
ing its strength, elasticity and rate of expansion under a rising thermometer, has 
led us to the opinion that the dam should be proportioned to resist a thrust at the 
highest ice line of about forty-three thousand (43,000) pounds per lineal foot. 

More positive information was available regarding the force exerted by ice 
floes. Under certain unfavorable conditions, where ice jams form in a quick run¬ 
ning current, it appears to be almost irresistible by direct opposition. But, as in 
the case of the Quaker Bridge Dam, the water current, when there is one, will tend 
to divert the floes away from it, and direct impact can be produced only by sheets 
of ice driven by the wind, we have concluded that, if the dam be proportioned to 
resist the pressure of forty-three thousand (43,000) pounds per lineal foot, above 
mentioned, it will be of ample strength to withstand the attack of floating masses. 
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3 - 

WAVES OF TRANSLATION. 

To secure the dam from injury by waves of translation, its upper portion, 
where the effect of such waves would be greatest, has been so designed as to give 
a co-efficient of at least two (2) against overturning, when the water level may be 
at an elevation of two hundred and fourteen (214) feet above tide, or at the lop of 
the parapet. 


4 - 

EARTHQUAKES. 


Earthquake shocks may vary from a slight tremor to an immeasurable force. 
The dam, if proportioned to resist the forces before considered, will have ample 
stability to withstand all but shocks of the severest nature. Probably of all the 
considerable structures in the region affected by such an earthquake it would be 
the last to succumb. 


THE PROFILE OR CROSS-SECTION OF THE DAM. 

To resist these forces, or at least those of them which may be considered 
measurable, we have agreed : 

than til (DD Ae C °' effident against overturnin g should, at all points, be not less 
or iota! TMh^mf !0 ° f ^ Wdght ° f th£ maS ° nry ab0Ve any plane 

phSoHi “il tL^etto r- sliding or *■ 

« d ~'“” «»■ of join., 

ten (10) tons per square'fobf d ’ tl J‘ rty ' fiv ® feet above t;d <h should not exceed 

inch); P q are fOOt(0ne hundredand thirty-nine (,39)pounds per square 
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{(/.) That below that elevation, where the strength of the masonry to resist 
crushing is aided by the lateral pressure of the earth, the maximum quiescent stress 
should not exceed fourteen (14) tons per square foot (one hundred and ninety-four 
and a half (194.5) Pounds per square inch) ; and 

(c\) That the pressures upon the joints of the up-stream face may be some¬ 
what greater, since they will be permanently reduced as soon as the reservoir 
begins to (ill. 

We agree in judging it prudent that in so important a structure as the Quaker 
Bridge, Dam, these conditions should be; fulfilled, and we believe that, if fulfilled, 
the cross-section will be amply strong for the functions it will be called upon to 
perform. 

The profile designed by tin; Kngineers of tin; Aqueduct Commissioners and 
submitted to us by the Commissioners, does not meet the. requirements which we 
think should Ik; met, for complete; safety. We were, therefore, under our instruc¬ 
tions as we understood them, called upon to prepare a profile which we could, 
recommend for adoption. We have prepared such a profile, and herewith present 
it under the* title; Profile N. 

Comparing this profile; with that of the; Aqueduct Kngineers, which we have 
designate*! Profile Y, the chie;f point of difference; is in the greate;r thickness of N 
in the, upper portion of the; dam. This increase of thickness appears necessary to 
resist the; shock of ice an el e;xcessive; freshets. The; amount of masonry above the 
plane too feet below the; level of the (low line of the reservoir will be about 40,000 
cubic yards greater by Profile N than by Profile Y. 

The appended diagrams show graphically for each of the; Profiles Y and N, 
the pressures on the down-stream toe of the masonry, and the factors of safety at 
different elevations and under the three conditions we have assumed. 

The greater stability and uniformity in increase of pressures from top to base 
of the dam, attained by using Profile N, are evident from inspection of the 
diagrams and the following table. 

Comparative statement of down-stream toe pressures, and factors of safety 
against overturning, in the Profiles Y and N at different elevations under the 
assumed conditions. 
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Y on a straight line in plan. 

N on a curve of 1,200 feet radius. 

Pressures are given in pounds per square inch. 


1 

Elevation ’ 
or Joints. 1 


Water -f- 202. 



Water -f- 214. 

1 

Ice on Full Reservoir. 

Pressures. 

Factors of Safety. 

Pressures. 

Factors of Safety. 

Pressures. 

Factors of Safety. 


Y 

N 

Y 

N 

1 

Y ! 

i 

N 

Y 

N 

Y 

N 

Y 

N 

192 


22.20 


89.50 

1 

.... 1 

I 

25-23 


9.83 


24-35 


20.42 

184 


28.66 


26.30 

1 

1 

36.34 


6.31 


43-58 


3.9i 

173 

47.8 

37.60 

5-38 

ir.04 

90.1 

52.94 

1.92 

4.18 

1305.6 

63.95 

1.03 

2.8g 

162 


4S.40 


6.63 


71.22 


3-W 

! 

79-75 


2.6x 

151 

■704 

59-45 

2.80 

4.8r 

144.4 

88.76 

r.48 

2.64 

319-9 

91.48 

1.17 

2.50 

I40 ^ 


71.00 


3-87 


■ 105.00 

.... 

2-34 


100.82 

.... 

2.43 

129 

99.0 

81.04 

2.29 

3-37 

159.4 

117.78 

1.46 

2.18 

i8r.7 

107.09 

1.38 | 

1 

2.41 

Xl8 


89.03 

i .... 

3.18 


124.43 


2.18 

.... 

107.78 

1 

2.49 

107 

97-5 

93.73 

2.25 

3* 11 • 

147.9 

127.41 

1-59 

2.23 

142.2 

108.99 

1.63 
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138.72 

2.62 

3.09 
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174-41 
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OO 

in 

cn 

169.6 

198.56 

1 2 -99 

3.06 

156.9 

171.79 

3.29 

3.61 

—52 

205.6 

194.59 

3.51 

4.12 

227.1 

216.37 

3.07 

3-6o 

211.7 

1 

i9*-33 

3.40 

4.23 


Two other profiles were also referred to us by the Aqueduct Commissioners, 
one of which, designated as X, was designed by the Engineers of the Department 
of Public Works, and the other, designated as Z, had been presented to the Com¬ 
missioners by Mr. A. Marichal. 

Comparing these with Profile N, it is evident from inspection of the diagrams 
and tables appended hereto, that the pressure at the down-stream toe in the lower 
portion, and the factors of safety in the upper portion, are so different from those 
which we are agreed should be adhered to, that further discussion of them seems 
needless. 

It should be said, however, of these profiles, as well as of Y, that while the 
down-stream toe pressures are greater than in any existing dam, and much greater 
than is recommended as a maximum limit by writers on the subject of high masonry 
dams, yet in our opinion they possess, if built on a straight line, sufficient strength 
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to resist, for a long time at least, what we have termed the maximum quiescent 
pressures, hut we agree in thinking that they would not afford that margin of safety 
which is required in a high dam, especially one of vital importance to a great 
population, against the extraordinary forces that in the course of time may be 
brought to bear upon it. 

As possessing some interest for purposes of comparison of profiles, we also 
present in the appendix four other profiles, designated A, B, C and I, selected out 
of a number which we have had submitted to an analysis of the stresses produced 
under various conditions. On comparing the results shown in the diagrams and 
tables, it will be seen that Profile A fulfils all the required conditions except that 
pertaining to ice thrust. The curve of toe pressures is not, however, as regular in 
its increase as is desirable. 

Profile B exhibits what may be deemed an excess of strength in the upper 
portion and an excess of toe pressure at the base. 

Profiles C and I are approximations towards the combination sought, of mini 
mum area with uniformly increasing strains from top to bottom within certain 
limits, under all conditions. 

The profile N, which we have recommended, has above elevation 136 an 
area 366 square feet greater than A, but below that elevation 1,153 square feet 
less area. That the increased area above E. 136 adds greatly to the stability is 
shown by the diagram of pressures and factors of safety. The ice slope on the 
water face above elevation 193 serves to reduce the thrust of expanding ice and 
to relieve the*, shock of moving masses on the upper portion of the dam and also 
to reduce the mass of the masonry at the point where thickness is not needed, 
without injuring the appearance of the lower face of the dam. It will also admit 
of the widening of the roadway of the dam, if it should ever be desirable. 

We desire to express our obligations to the Engineers of the Aqueduct Com¬ 
missioners for the information furnished us and the computations made at our 
request and we would especially acknowledge the services of Mr. F. W. Frost, C.E., 
in the thorough analysis of the various profiles we have had under considera¬ 
tion, involving a great amount of work, which has been most carefully and intelli¬ 
gently done by him, 


6 , 

THE PLAN AND LOCATION OF THE DAM, 

It will be seen by reference to the accompanying topographical map, that 
Croton River, approaching the site heretofore proposed for the dam, swerves 
rather sharply to the left, through a narrow gorge, into the Quaker Bridge ravine. 
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This ravine is bounded westwardly by a well-defined rocky promontory, of 
irregular height, having on its western, side and extending a considerable distance 
to the southward, a broad elevated swale which will be subnieiged when the 
reservoir is formed and will become the approach to the spill-ways or waste- 


weirs. 

If the right fore-arm and hand, palm down, with fingers together flatwise and 
thumb spread apart from them about half its utmost, were laid in snow, and a 
deep dent then made with arm and thumb alone, we should have a general mould 
of the ground, the imprints of the thumb and hand representing the ravine anti 
the embayed swale respectively, and the ridge left between them the promontory. 

It has been proposed heretofore to locate the dam below the entrance to 
the ravine. 

Of the two plans presented to us, the first designated as No. i, which is 
advocated by your Engineer, locates it on a line beginning at the summit of the 
promontory on the west bank, and running in the general direction of the pro¬ 
montory, north-eastwardly in a straight line for 326 feet, and then deflecting about 
45 degrees to the east and crossing the valley at right angles to its general direc¬ 
tion in a straight line for a further distance of 1,077 feet, making the total length 
of the dam fourteen hundred and three (1,403) feet. 

The other plan, designated as No. 2, submitted to us, recommended by Mr. 
Oliver W. Barnes, locates it on a curve of nine hundred (900) feet radius, begin¬ 
ning and terminating at the same points as the bent or angular location No. r, 
and having a length, measured on the water face, of fourteen hundred and ninety- 
six (1,496) feet. 

We have given the plans laid before us, and the arguments presented to us 
relative thereto, attentive consideration, covering a field of study so extensive 
that it has seemed advisable to present herein only the conclusions upon 
which we are agreed, and not to spread before the Commissioners the method 

by which they have been reached or a discussion of the several arguments in 
detail 


.As to curved and straight plans generally, without reference to the 
Quaker Bridge location, all authorities agree that the same principles should 
be followed in the designing of the profile whatever the plan, unless the curve has 
a very short radius, not exceeding, say, three hundred (300) feet. 

In studying the transmission of pressures through the masonry of a dam 
m t on a curved plan and subjected to water pressure on one side, we have made 

g limits which probably are not exceeded, rather than actual values vet have 
appeared to us of sufficent weight to materially aid in reaching just conclusions. 
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Our conclusions may be thus stated : 

f'irst. • 1 hat in designing a dam to close a deep narrow gorge, it is safe to 
give a curved form in plan and to rely upon arch action for its stability; if the 
radius is short, the cross-section of the dam may be reduced below what is termed 
the gravity section, meaning thereby a cross-section or profile of such proportions 
that it is able by the force of gravity alone to resist the forces tending to over¬ 
turn it or to slide, it on its base, at any point. 


Second. - I hat a gravity dam built in plan on a curve of long radius, derives 
no appreciable aid from arch action, so long as the masonry remains intact; but 
that in case of a yielding of the masonry the curved form might prove of 
advantage. 

1 he division between what, may be: called a long radius and what may be 
called a short radius, is, of course, indefinite, and depends somewhat upon the 
height of the dam. In a general way we would speak of a radius under three 
hundred (300) feet as a short one, and one of over six hundred (600) feet as a 
long one, for a dam of the. height herein contemplated. 


Third \ That in a structure of the magnitude and importance of the Quaker 
Bridge* Dam, the question of producing a pleasing architectural effect is second 
only to that of structural stability, and that such an effect can be better obtained 
by a plan curved regularly on a long radius than by a plan composed of straight 
lines with sharp angular dellections. 

Fourth .That the curved form better accommodates itself to changes of 
volume due to changes of temperature. 

While danger of the rupture of the masonry of the dam by extraordinary 
forces, if built on the profile herein recommended, is, in our opinion, very remote, 
yet it exists, and because it exists, and because the curved form is more pleasing to 
the eye, better satisfies the mind as to the stability of the structure and more 
readily accommodates itself to changes of temperature, wc think that it should be 
preferred, in any case where it would cause no great addition to the cost. 

In comparing different locations of the dam, in order to discover the one 
which combined most effectively the advantages of economical construction and 
pleasing effect, we were confronted with the fact that our calculations indicate that 
in a dam built upon a curved plan of large radius, the bottom down-stream toe 
pressures are increased beyond those in a straight dam of the same section, in 
consequence of the length of the toe being less than the length of the face to 

which the pressure of the water is applied. 

This increase of pressure is not exactly proportional to the decrease of length 
of toe, but is of such magnitude that it should not be neglected in designing the 
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section of the dam, and it involves the necessity of increasing the mass of masonry 
in a certain proportion to the radius of the curvature. 

To fairly compare the cost of different locations, it seemed propel, theiefoie, 
to so modify the profile adopted by us (N) which fulfills the conditions of stability 
on a curve of 1,200 feet radius, that the limit of allowable pressures should be 
approximated to in each case where the radius of curvature varied materially from 
that figure. The estimates of cost on different lines are therefore based on dif¬ 
ferent cross-sections of the masonry, but all of approximately the same stability 
under the conditions in which they are placed. 

In the study of practicable locations we have been aided by the very thorough 
topographical maps and records of borings furnished us by your Engineer, and 
have had estimates of quantities made on several locations. A few of these have 
sufficient value to be presented to you. 

The estimates of quantities on these locations have been made by your Engi¬ 
neers from the topographical maps and records of borings. They are approxi¬ 
mate only, but being all computed on precisely the same basis, afford, we believe, a 
sufficiently accurate comparison, of the relative amount of work required on the 
several plans, but they do not include the cost of providing the carrying of the 
water of the river past the work during construction, nor that of other items of 
expenditure which are common to all plans. The prices assumed are, moreover, 
not based on a critical examination of the cost of work in that particular locality, as 
no investigations have been made, so far as we can learn, to discover where, in 
that vicinity, suitable stone for the structure can be procured. In the absence of 
such data we have been guided in our estimates by our general opinion of the 
value of such work in such a locality. 

The location No. 1, being the angular line recommended by your Chief Engi¬ 
neer, is evidently selected with a view of securing the minimum of masonry 
obtainable by crossing the deep valley by straight lines. From that point of 
view, the location is a judicious one. Applying to it the modified profile Ni, 
which fulfills the conditions for a curve of infinite radius, or a straight line, the 
estimate of quantities and cost is as follows : 


Excavation below river level. 

Rock excavation. 

Masonry below elevation 35. 

Masonry between “ 35 and 100 . 

Masonry between u 100 and 150 

Masonry between u 150 and top 

Lineal feet coping. 

Total estimated cost. 


Cubic Yards. 

Price. 

Cost. 

268,000 

$1 

$268,000 

40,671 

2 

81,342 

178,671 

6 

1,072,026 

i6 2,553 

6.60 

l,072,850 

84,642 

7 

592,494 

88,244 

8 

6 95>9 5 2 

1,403 

30 

42,090 


.... 

*3,824,754 
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1 he location No. 2 on a curve of 900 feet radius appears to have been selected 
with the object of following, as far as practicable, the promontory, and at the same 
time connecting by a curved line the extremities of location No. 1. Applying to 
it the modified profile N2, which fulfills the conditions for a curve of 900 feet 
radius, the estimate of quantities and cost is as follows : 


Excavation below river level. 

Rock excavation. 

Masonry below elevation 35. 

Masonry between “ 35 and 100.. 

Masonry between “ 100 and 150. 

Masonry between “ 150 and top. 

Lineal feet coping. 

Total estimated cost.... 


—- - 

— 


Cubic Yards. 

Price. 

| 

Cost. 

| 

318,000 

$1 

$'318,000 

60,876 

2 

121,752 

211,786 

6 : 

1,270,716 

I 6 3 , 9 S 9 

6.60 i 

1,082,129 

93,771 

7 

; 656,397 

95,997 

8 

! 767,976 

1,496 

3 o 

! 44,880 

. 


$4,261,850 


By building the dam on this location, therefore, its length would be increased 
7 per cent., the mass of masonry 10 per cent, and the cost 11.4 per cent, over loca¬ 
tion No. 1. 


It seemed desirable to know whether there would be any economy in crossing 
the valley by the shortest line between the hills, and we, therefore, had an estimate 
made on location No. 3. Applying to it the modified profile Ni, the estimate of 
quantities and cost is as follows : 


Cubic Yards. 


Price. 


Cost. 


Excavation below river level. 

Rock excavation... 

Masonry below elevation 35. 

Masonry between “ 35 and 100.. 

Masonry between “ 100 and 150. 

Masonry between “ 150 and top. 

Lineal feet coping. 

Total estimated cost 


4 


348,000 

$1 

i $348,000 

58,938 

2 

117,876 

232,000 

6 

1,392,ooo 

183,75° 

6.60 

: 1,212,750 

96,071 

7 

1 672,497 

83,453 

8 

, 667,624 

1,263 

3 ° 

j 37,89° 

.... 

.... | $4,448,637 

f 


It appears, therefore, that by taking the shortest straight line practicable, while 
the length" of the dam is decreased 10 per cent, the mass of masonry is increased 
16 per cent, and the cost increased 16.4 per cent, over location No. 1. 
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With the view of finding in this vicinity a location on a curve of large radius 
which would give less length of dam at the top than either No. i or No. 2, and 
would strike the easterly shore of the lake more nearly at right angles than eithei 
of these locations, several trial lines were estimated on. The location which appears 
to best fulfill these conditions is designated on the map as No. 4 on **• Radius 

of 1,200 feet. Applying to this the profile N, the estimate of quantities and cost 
is as follows: 




Cubic Yards. 

Price, 

Cost. 

Excavation below river level. 

315,000 

$1 

#315,000 j 

Rock excavation. 


58,938 

2 

I 17,876 | 

Masonry below elevation 35. 

209,650 

6 

1,257,900 

Masonry between “ 

35 and 100. 

177,719 

6 .60 

M 7 2,93 1 

Masonry between u 

.100 and 150. 

98,962 ■ 

/ 

692,734 j 

Masonry between “ 

150 and top. 

86,125 

8 

689,000 I 

Lineal feet coping. ... 


L 353 

30 

40,590 i 

Total estimated cost. 


.... 

$4,386,04 \ j 


On this location the cost is apparently slightly in excess of that on location 
No. 2, but it is preferable to No. 2 in that it is 143 feet shorter at the top and is. 
moreover, better located on the east bank of the river. 

For the reasons hereinbefore given, and especially for the greatly superior 
architectural effect, we consider that the location on the curved line* No. 4 is to In- 
preferred to that on the angular line No. 1. 

From a strictly economical point of view, however, the location on line No. 1 
is probably the best that can be found, as the quantity of masonry will be less, and 
consequently the cost, irrespective of the expenditure needed for protection against 
the water of the river during construction, will be less by from $300,Gcx) to $500,000 
than by any line continuously straight or curved from end to end across the valley, 
which we have examined. 

But the chief difficulty in building the dam will be in the construction of that 
portion of it which lies below the present river bed, in consequence of the cost, 
both m time and money, of the provisions for passing the water of the river by 
and over the work during the progress of construction, and the keeping of the pit 
from 80 to 90 feet deep free from water. 

In general it may be assumed that of two locations equally favorable in other 
respects, that one is to be preferred in which the amount of work to be done below 
the river bed and the time to be occupied in its construction is materially less. " 
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With this in mind, there appears to be a very favorable location for the dam 
further up-stream at the entrance of the ravine, on the line designated on the map 
as No. 5. It starts on the promontory at the same point as No. 1 and follows a 
curve of 1,146 feet radius to a point on the east bank about 600 feet north of the 
north end of No. 1. 

A few borings made in 1884 and several additional ones made within the past 
month give indications that in general the rock lies favorably for the construction 
of the clam on this line. The deep valley under the river bed is much narrower 
than it is further down the gorge, thus making a material reduction in the items of 
excavation and masonry below the river level. 

The length of the crest on this location is greater than on the other locations, 
but the line crosses the contour lines of the rock surface more nearly at right 
angles, and therefore probably will secure a good foundation with the least amount 
of rock excavation. 

It presents a water face more nearly tangential to the axis of the lake and 
therefore better fitted by position to withstand the impact of floating masses. 

We believe also that in case it should be thought advisable to pass the waters 
of the river through a tunnel during construction, this location would permit the 
driving of the tunnel on a shorter and in other respects more favorable line than 
would the other locations. 

When these facts are fully appreciated and weighed in connection with the 
possibilities of serious delays and losses by damage from freshets while the work 
is still below the river surface, the great importance of a more thorough examina¬ 
tion and analysis of this location will be seen. Applying profile N, the estimated 
cost on this location, designated on the map as No. 5, is as follows: 


Excavation below river level. 

Rock excavation. 

Masonry below elevation 35. 

Masonry between “ 35 and 100. 

Masonry between “ roo and 150 

Masonry between “ 150 and top 

Lineal feet coping. 

Total estimated cost. 


Cubic Yards. 

Price, 

Cost. 

227,188 

$1 

$227,188 

63 i 7°3 

2 

127,406 

i 5 I >459 

6 

908,754 

161,831 

6.60 

1.068,085 

128,459 

7 

| 899,213 

111,243 

8 . 

! 889,944 

1.693 

3 ° 

30,790 

.... 

.... ! $4,1511,380 

f 

i 


The cost of this location will, therefore, according to the best obtainable data, 
be $347,626 greater than on location No. i, but for that portion of the dam below 
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the river level the cost will be $204,084 less than on location No, 1, and $440,058 
less than on location No. 4. 

This may become an important factor in the final determination of the location 
of the clam. If these figures of the cost below the river level should be confirmed 
by further examination, we are of the opinion that this location, No. 5, is greatly 
to be preferred to any of the other lines. 


CONCLUSIONS. 

In view of the premises and pursuant to our instructions, and believing that 
the dam will be more pleasing in appearance and better able to resist extra¬ 
ordinary forces if built on a curved plan, and bearing in mind that an excessive 
thrust in the direction of the curve cannot be produced until the force of gravity 
has been overcome and that the profile N is so proportioned that more than twice 
the greatest pressure exerted by any conceivable ordinary force is necessary to 
overcome the resistance of gravity, we recommend the adoption of the Profile or 
Cross-section N, and of a curved plan on a radius of about 1,20a feet as herein¬ 
before described, and we advise that the exact line be determined after further 
borings shall have established the most desirable location on the conditions 
prescribed. 

It should be added in conclusion that the form and dimensions herein recom¬ 
mended for adoption are prescribed on the assumption that the structure shall be 
well founded, and that its material and workmanship shall be of the first class in 
their several kinds. 


JOS. P. DAVIS, 
J. J. R. CROPS, 

WM. P. SHUNK. 


Respectfully submitted 
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{$ THIRD CONDITION. TABLE NO. 8 . 

t Water it lUaereeirat Elwr. f§ 4 - 

)|«4j,«»lii,iw , WfauEe».HiJ- PROFILE ** K ” FOR CURVED DAM RADIUS 1,200 FT. 
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TABLE NO, 4 


(4) Uc*U( VUlt t'UiplV. 

PROFILE “N" FOR CURVED DAM RADIUS t.aoo FT, 


I 

*f*k 

3 

4 

ERvatlnij of 

Joint, 

Atra Amer Joint, 
Sq. f(, 

t.rtiglh >*f Joint, 

u. 

tyj 

468.6 

30,15 ' 

17,08 

*«4 

715.6 

3I,6l 

J 16,56 

*73 

*077.6 

34,20 

16,46 

t(i 3 

1471.5 ♦ 

37.43 

; *6,83 

151 

1905,0 

41,40 

’ > 7-45 

140 

3386.0 

46,05 

, *8.31 

1 21 ) 

*9*3 0 

51.76 

* 9.57 

t |8 

J 3537-6 

59.93 

52,56 

tcj 

j 4147.4 

69, rj 

25,73 

t )6 

j §05^3 

j 

78,91 

| 

39.31 

74 

j 7009,7 

98.49 

36.37 

1 e 

Jj 

| 11538,0 

s 

* 33-30 

1 

| 49.66 

“• 30 

i 

j 10457,0 

tgf.S© 

| 73.95 

—52 

j 17481.0 

* 35 . 5 <> 

94.35 


5 I 

i 

6 

7 

I 

i 

Ui’stkkam Knd ok Joint. 

Weight of Masonry 

w. ; 



Terns per sq, foot. 

p. 

■ 

Lbs. per sq. inch 

P« 

462. 

.674 

9 < 3 6 

706. 

*•397 

19 40 

1063. 

3.523 

35.04 

1451. 

3*693 

51.29 

1877, 

4.885 

67,84 

*349. 

6.018 

83.58 

3875. 

7.078 

98.31 

3476, 

7,386 

102.57 

4*69, 

7.795 

108,26 

4957 - 

8.168 

03.44 

6848, 

1 

9.068 

125.94 

11192, i 

10,837 

I *50.5* 

20970.* 

1 13.484 

187 .28 

39787.* 

! 14,764 

205.05 


1 


tnclwile fttturateri jcravtJ, 











TABLE NO. 5. 


PROFILE “N.” 

Calculated as a Straight Dam. 

Normal Condition. Water at Elevation + 202. 

I 1 1 

< ' 1 Downstream End of Joint. 


LJevwtjtm **t - 

i 

1 1 Hfpth Below \ 

Length of 

T 

W 

’ Factor of Safety ! _. 

against Over- | 

| Turning. , 

. 

• —-- -. 

Joint. 1 

Surface. j 

1 

1 

Joitil, 

Tons 

Per sq. ft. 

Lbs. 

Per sq. inch. 

I t tJJ l 

10,0 

30.15 

.044 

96,0 

1.57 

21.9 

p i S4 ! 

18.0 

31.61 

.095 

26.8 

2.02 

28.0 

i 

t 0.1 ; 

’ t \ £% f \ 

m W t 

34.20 

.‘65 

“.23 j 

2.67 

37 - 1 

f ttii : 

; 40.0 ; 

37.42 

.231 

6.71 j 

3-43 

47-7 

I *5* 

1 1 

51.0 

41.40 | 

, 290 

4,86 | 

4.19 

58.2 

I 140 

62.0 

, 1 

46.05 1 

.342 

| 3 . 9 ‘ ! 

4.99 

69.2 

f -t MJ 

73* 0 ; 

f 1 
5 r - 7 6 : 

.388 

i ! 

3 -D 

5.67 

78.7 

f f 18 

84.0 | 

1 59.92 

.417 

3.29 

6.23 

86.5 

| 107 

95.0 

: 69.U 

.439 

3.16 

6.45 

89.6 

1 

106.0 

| 78. 9 ‘ 

* 454 

3 .‘4 

6.74 

. 93 - 6 

I 74 

128.0 

| 

j 98.49 

.473 

3>‘5 

7.47 

103.7 

t 35 

167.0 

1 . ‘33 20 

, , »|i 

1 

3.‘9 

! 

9. II 

126.5 

—j© 

223.0 

191.50 

j .434 

3. 6 3 

11.39 

158,2 

—5a 

, 254.0 

; 235.50 

j .364 

4 « 3 5 ‘ 

12,67 

176.0 











SHEET N? 10. 
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SHEET N° 13. 










SHEETN9 14 





















SHEET N? 15. 


TRIAL PROFILE 
BOARD OF EXPERTS. 

v FINE LINE SHOWS PROFILE N.) 


'! ..L. ? 1 ‘ SCAAE - -f -f- — 1 f 



CURVES OF RESISTANCE, 
mwiwm Rwrrv. 

, „ n WAT« BU + 80S . 

h ruu. «.»*!♦• 

WAT KM 10* _ UI „ 

UNU WWHIM* TMK MtBOUt THIRO. 











NOTE.—These calculations are for a straight dam. 

Data and conditions same as for Profile “ 





























SHEET H 9 19. 



PROFILE PROPOSED BY ENGINEERS 
OF THE AQUEDUCT COMMISSION. 


(FINE LINE SHOWS PROFILE N.) 



CURVES 

AB r- 

AC- 

AD-7 

AE-" 

QQ -:- 


OF RESISTANCE. 

RESERVOIR EMPTY. 

_ „ WATER E. *02. 

„ FULL , W. E. 214 . 

- WATER e. ZOO , ICE E.199- 
. L.INES DEriNINO- THE MIDDLE THIRD. 

























SHEET N°2I 


PROFILE PROPOSED BY 
DEPARTMENT OF PUBLIC WORKS. 

(FINE LINE SHOWS PROFILE N.) 





tuntl: fcV IlEf'ASlMfKI PUBLIC B 



NOTE. —Calculated for a straight da 
Data same as for Profile 11 









SHEETN922. 



PROFILE PROPOSED BY 
A.MARICH AL C.E. 

(FINE LINE SHOWS PROFILE N.) 





















AfOTJZ, ABOY£ J£. J/a PAOF/L£S J%C.AR£ TH£ SAAf£. 























































